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Important 


When ordering Blocks be sure to specify:— 


Anvil Brand 





Our catalog uses a unique but simple method of indicating catalog figure numbers. 


Each figure number has a relation to the page on which the item is shown. For example, on page 
2 are shown Regular Wood Blocks with Loose Side hooks. The single block has Figure No. 21, 
the double No. 22 and the triple No. 23. You will note that the first digit refers to the page on 
which the block is shown and the second digit refers to the number of sheaves in the block. Thus, 
when a double block is shown on page 74, the figure number 742, indicates both the page on 
which the block is shown and the number of sheaves in it. 


The exception to this rule is in the case of Snatch Blocks which normally have only one sheave. 


When a letter is affixed to the catalog figure number of a block, such as “C”, “R”, or “B” it 
refers to the type of bushing in the sheave of the block, that is: Common, Roller, or Self Lubri- 
cating Bronze. The letter “S” indicates a cast steel sheave, Bronze Bushed. 


When ordering Tackle Blocks, Snatch Blocks or Sheaves, if the catalog figure numbers and sizes 
are given it will enable us to give you better service. 


If all, or any, of the metal parts of blocks are required 


Galvanized, indicate these parts clearly on your order 


We manufacture large numbers of Special Blocks for particular 
requirements. Specify Type of Block, Diameter of 
Sheaves, Diameter of Manila or Wire Rope to 


be used, and Weight of Load 











WESTERN BLOCK CO., LOCKPORT, N.Y. 


Blocks for Rope Strap 





FOR MANILA ROPE 


With Galvanized Iron Sheaves 


Double Triple 
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Common Iron Bushed No. 13-C 


No. 11-C Common Iron Bushed 
Steel Roller Bushed No. 13-R 


No. 11-R Steel Roller Bushed 
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| WEIGHTS OF BLOCKS 
































DIMENSIONS 
For For Dia. || Outside Thick- For | Single | Double Triple 
Block, | Manila Diam- ness at Center No. 11, No. 12, No. 13, 
inches Rope eter Rim Pin, Dia. | pounds pounds pounds 
3 % 1% 
4 Vy, ] 1% 2% 
5 % 1% 2% | 3% 
oo” 2" AY 6% 
- % | a4 5”% 7% 
8 ] 4% 8% 12 
9 ] 6 10% 14% 
10 1% rd 12 | Pg 
2] 1% | 12 21 | 30 
































2 WESTERN BLOCK CO., LOCKPORT, N.Y. 
Regular Iron Strapped Wood Blocks 
FOR MANILA ROPE 
Loose Side Hooks and Beckets 
Single Double Triple 
lron Bushed No. 21-C lron Bushed No. 22-C lron Bushed No. 23-C 
Roller Bushed No. 21-R Roller Bushed No. 22-R Roller Bushed No. 23-R 
Bronze Bushed No. 21-B Bronze Bushed No. 22-B Bronze Bushed No. 23-B 
DIMENSIONS | SIZE SHEAVE, INCHES | WEIGHTS OF BLOCKS WORKING LOADS OF BLOCKS* 
- For | For Dia. Outside Thick- For Single | Double | Triple Two Two Two 
Block, | Manila Diam- ness at Center No. 21, | No. 22, No. 23, Singles, Doubles, Triples, 
inches Rope eter Rim Pin, Dia. pounds pounds | pounds pounds pounds pounds 














200 300 400 
400 550 700 
500 750 1000 


1000 1500 2000 
1500 2000 2500 
1700 2450 3200 


2200 2900 3600 
2600 3400 4200 
3000 3750 4500 














NOTE—We furnish beckets in all single, one-half double and one-third of the triple blocks. If a greater 
proportion is wanted, order should so specify. 


*In naming Working Loads, an ample factor of safety has been allowed. They are given to assist in ordering. 
without responsibility on our part. 


The bushing is the life of the block and the extra cost of blocks fitted with Roller or Bronze Bashed 
Sheaves is far more than repaid by increased life and saving in repairs. In addition, Bronze Bushed Blocks have 
Extra Heavy Hooks. 


For Blocks for larger sizes of Manila rope, see page 18. 
For Reeving Information, see page 34. 


WESTERN BLOCK CO.,LOCKPORT,N. Y. 





Regular Tron Strapped Wood Blocks 


FOR MANILA ROPE 





Loose Side Hooks no Beckets 


Single Double Triple 





Iron Bushed No. 21-C lron Bushed No. 22-C lron Bushed No. 23-C 
Roller Bushed No. 21-R Roller Bushed No. 22-R Roller Bushed No. 23-R 
Bronze Bushed No. 21-B Bronze Bushed No. 22-B Bronze Bushed No. 23-B 





























DIMENSIONS | SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS | WORKING LOADS OF BLOCKS* 
For For Dia. | Outside Thick- | For Single Double Triple Two Two Two 
Block, Manila Diam- ness at Center No. 21, No. 22, No. 23, Singles, Doubles, Triples, 
inches Rope eter Rim 7 Pin, Dia. | pounds pounds . pounds pounds pounds pounds 

3 % I% x wx % % | 1% 2 
4 Y 2% «x %* x & 1% 2% 3% 
5 % 3 x A x %& 2% AN% 6 
6 % a a x Nh 4M% 6% 9 
7 % Ay x» 1 x N 6 9% 14 
8 ] 44 x Wx 8% 14 20 
9 ] 54 «x WA x & 1] 17 23 

10 1% 6% x IK x % 16 24 34 
12 1% 8 x 1% x % | 25 39 55 











NOTE—We furnish beckets in all single, one-half double and one-third of the triple blocks. If a greater 
proportion is wanted, order should so specify. 


“In naming Working Loads, an ample factor of safety has been allowed. They are given to assist in ordering, 
without responsibility on our part. 


The bushing is the life of the block and the extra cost of blocks fitted with Roller or Bronze Bushed 
Sheaves is far more than repaid by increased life and saving in repairs. In addition, Bronze Bushed Blocks have 
Extra Heavy Hooks. 


For Blocks for larger sizes of Manila rope, see page 18. 
For Reeving Information, see page 34. 




































































4 WESTERN BLOCK CO., LOCKPORT, N.Y. 
Regular Iron Strapped Wood Blocks 
FOR MANILA ROPE 
Loose Swivel Hooks and Beckets 
Double 

Iron Bushed No. 41-C Iron Bushed No. 42-C Iron Bushed No. 43-C 
Roller Bushed No. 41-R Roller Bushed No. 42-R Roller Bushed No. 43-R 
Bronze Bushed No. 41-B Bronze Bushed No. 42-B Bronze Bushed No. 43-B 

DIMENSIONS SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS | WORKING LOADS OF BLOCKS* 

For : For Sn. | Outside Thick- . For Single | Double Triple | Two Two Two 4, 
Block, Manila Diam- ness at | Center No. 41, No. 42, No. 43, Singles, Doubles, Triples, 
inches Rope | eter | Rim | Pin, Dia. | pounds ‘a pounds . pounds | pounds pounds pounds 

3 % w%x %&x *%* | m | mum | 2% | 200 300 400 
4 Y, mx %& x % | 1% 2% 3% 400 550 700 
be % cz X %x % | 2% AY 6% 500 750 1000 
6 % 3% x 1 x Y, AY 7 9 1000 1500 2000 
7 % 4Y% x | x NY 6% 10 14 1500 2000 2500 
8 ] 4%x NY x *&% 9 14 20 1700 2450 3200 
y . ] 5%Y x iw x %* 1] 18 23 2200 2900 3600 
10... 1% 6% x wx * Ee 25 35 ~ 2600 3400 4200 
12 1% 8 x 1% x Y% 25 =O 39 55 3000 3750 4500 





NOTE—We furnish beckets in all single, one-half double and one-third of the triple blocks. If a greater 
proportion is wanted, order should so specify. 


*In naming Working Loads, an ample factor of safety has been allowed. They are given to assist in ordering. 
without responsibility on our part. 


The bushing is the life of the block and the extra cost of blocks fitted with Reller or Bronze Bushed 
Sheaves is far more than repaid by increased life and saving in repairs. In addition, Bronze Bushed Blocks have 
Extra Heavy Hooks. 


For Blocks for larger sizes of Manila rope, see page 22. 
For Reeving Information, see page 34. 
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Regular Iron Strapped Woed Blocks 





FOR MANILA ROPE 


Loose Swivel Hooks no Beckets 
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Iron Bushed No. 41-C Iron Bushed No. 42-C Iron Bushed No. 43-C 


Roller Bushed No. 41-R Roller Bushed No. 42-R Roller Bushed No. 43-R 
Bronze Bushed No. 41-B Bronze Bushed No. 42-B Bronze Bushed No. 43-B 












































DIMENSIONS SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS WORKING LOADS OF BLOCKS* 
ad “For Dia. Outside Single | » Double Triple Two Two Two 
Block, Manila Diam- No. 41, No. 42, No. 43, Singles, Doubles, Triples, 
_, Wehas Rope eter : pounds z pounds pounds pounds r pounds pounds : 
3 % in Ss 1% 1% 2% 200 300 400 
4 Vy Za. ® 1% 2% 3% 400 550 700 
5 % 3 X 2% 4’ 6% 500 750 1000 
6 % 3% x AY 7 9 1000 1500 2000 
7 % 4% xX 6% 10 14 1500 2000 2500 
8 1 4% x 9 14 20 1700 2450 3200 
9 1 5% x 11 18 23 2200 2900 3600 
10 1% G4 x 17 he 35 2600 3400 4200 
ee ae. 25 39 | 55 |} 3000 | 3750 | 4500 








NOTE—We furnish beckets in all single, one-half double and one-third of the triple blocks. If a greater 
proportion is wanted, order should so specify. 


*In naming Working Loads. an ample factor of safety has been allowed. They are given to assist in ordering. 
without responsibility on our part. 

The bushing is the life of the block and the extra cost of blocks fitted with Roller or Bronze Bushed 
Sheaves is far more than repaid by increased life and saving in repairs. In addition, Bronze Bushed Blocks have 
Extra Heavy Hooks. 


For Blocks for larger sizes of Manila rope, see page 23. 
For Reeving Information, see page 34. 














WESTERN BLOSK CO., LOCKPORT, N.Y. 


Regular Iron Strapped Wood Blocks 


FOR MANILA ROPE 
With Shackles no Beckets 


Single Double Triple 





No. 61 no Becket No. 62 no Becket No. 63 no Becket 


With Shackles and Beckets 


Single Double 
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No. 66 with Becket No. 67 with Becket No. 68 with Becket 


In ordering, state if iron work is to be japanned or galvanized. 





Regular Iron Strapped Wood Blocks 


FOR MANILA ROPE 


With Stiff Front Hooks no Beckets 


Single Double Triple 





No. 71 no Becket No. 72 no Becket No. 73 no Becket 


With Rings and Beckets 


Double 
Single 








No. 76 with Becket No. 77 with Becket No. 78 with Becket 


In ordering, state if iron work is to be japanned or galvanized, and whether blocks are wanted with or with- 
out becket. 
Prices on application. 





















































8 WESTERN BLOCK CO.,LOCKPORT, N. Y. 
Regular Iron Strapped Wood Blocks 
FOR MANILA ROPE 
With Match or Sister Hooks no Beckets 
Single Double 
No. 81 no Becket No. 82 no Becket 
With Match or Sister Hooks and Beckets 
Single Double 
No. 86 with Becket No. 87 with Becket 


In ordering, state if iron work is to be japanned or galvanized. 


WESTERN BLOCK CO., LOCKPORY, N. Y. 





Regular Iron Strapped Wood Blocks 


FOR MANILA ROPE 


With Loose Front Hooks no Beckets 


Single Double 





No. 91 no Becket No. 92 no Becket 


With Loose Front Hooks and Beckets 


Single Double 





No. 96 with Becket No. 97 with Becket 


In ordering, state if iron work is to be japanned or galvanized. 





Triple 


Wi; 





No. 93 no Becket 


Triple 


No. 98 with Becket 

















10 WESTERN BLOCK CO, LOCKPORT YY. 


Regular Iron Strapped Wood Blocks 





FOR MANILA ROPE 


Lashing Eye Eye 





Nat | 
i 
th Ht 


No. 101 no Becket No. 102 no Becket 


Eye and Thimble 
Eye and Thimble 








No. 103 no Becket No. 104 no Becket 


Solid Eye for 
Band on Gaff 





Lé ( C 


No. 106 no Becket No. 107 with Becket 


In ordering, state if iron work is to be japanned or galvanized, and whether blocks are wanted with or with- 
out becket. 
Prices on application. 


WESTERN BLOCK CO., LOCKPORT... 11 


Regular Iron Strapped Wood Blocks 


FOR MANILA ROPE 
Swivel Shackle Upset Swivel Shackle 























No. 110 with Becket No. 111 no Becket 
Round Swivel Eye Upset Shackle 


— 



























No. 112 no Becket No. 115 no Becket 


Reverse Upset 
Shackle in Link 


Reverse Shackle 
in Link 














No. 116 no Becket No. 117 with Becket 


In ordering, state if iron work is to be japanned or galvanized, and whether blocks are wanted with or with- 
out becket. 


Prices on application. 














aS WESTERN BLOCK CO., LOCKPORT, N. Y. 


Regular Iron Strapped Wood Blceeks 


FOR MANILA ROPE 


Stiff Swivel Jaw 
Stiff Jaw 














No. 122 no Becket 





No. 123 with Becket 


Loose Swivel Jaw 


Bolt and Nut 


= 





No. 124 with Becket 


Closed 


With Stiff Swivel 
Raymond Releasing Hooks, 
No. 127 no Becket 








(‘These blocks can also be fitted with 


Loose Swivel Raymond Releasing 
Hooks). 





In ordering, state if iron work is to be japanned or galvanized, and whether blocks are wanted with or with- 
out becket. 


Prices on application. 





SZ WESTERN BLOCK CO.,_LOCKPORI NYY. a—————————— 13 


Regular Iron Strapped Wood Blocks 





FOR MANILA ROPE 


With Stiff Swivel Hooks no Beckets 


Prices on application. 














No. 131 no Becket 


Single Double 





iif 
Hit 


With Stiff Swivel Hooks and Beckets 


Prices on application. 





No. 136 with Becket No. 137 with Becket 


Painters’ Blocks 


Single 





ea = SN 





Double 
With Long Loose Side Hooks 4 


Patent Roller Bushed 





Shell, 6 inches 
Sheave, 31/2 x 1 x V2 
For 3/4-inch diameter Manila rope 


In ordering, state if sheaves are to be 
No. 130 with Becket japanned or galvanized. No. 135 no Becket 











WESTERN BLOCK CO., LOCKPORT, N. Y. 
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m, 
Contractor’s Blocks 
FOR MANILA ROPE 
With Extra Heavy Flattened Loose Side Hooks Double Cross Bolted Shells 
Single Double 
Roller Bushed No. 161-R Roller Bushed No. 162-R Roller Bushed No. 163-R . 
Bronze Bushed No. 161-B Bronze Bushed No. 162-B Bronze Bushed No. 163-B 
DIMENSIONS SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS WORKING LOADS WITH HOOKS* 
Length For Dia. Outside 7 Thick- . For Staats paukie | Triple Two Two Two 
Diam- ness at Center No. 161, No. 162, No. 163, Singles, Doubles, Triples, 
eter Rim Pin, Dia. pounds pounds pounds pounds pounds pounds 
6% 1000 1500 2000 
9 1500 2000 2500 
14 1700 2450 3200 
20 2200 2900 3600 
35 3000 3750 4500 
ce 3600 | 4800 | 6000 














NOTE—We furnish beckets in all single. one-half double and one-third of the triple blocks. If a greater 
proportion is wanted, order should so specify. 

*In naming Working Loads, an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


For Blocks for larger sizes of Manila rope, sce page 18. 
For Reeving Information, see page 34. 





SS _ WESTERN BLOCK CO., LOCKPORT OQ. a 17 


Contractor’s Blocks 





FOR MANILA ROPE 


With Extra Heavy Shackles Double Cross Bolted Shells 


Double 
Single 






























































Roller Bushed No.171-R Roller Bushed No. 172-R Roller Bushed No. 173-R 
Bronze Bushed No. 171-B Bronze Bushed No. 172-B Bronze Bushed No. 173-B 
DIMENSIONS SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS WORKING LOADS OF BLOCKS* 
=e For Dia. Outside Thick- For Single Double | Triple Two Two Two 
of Manila Diam- ness at Center No. 171, No. 172, No. 173, Singles, Doubles, Triples, 
Shell Rope eter Rim Pin, Dia. each each each | pounds pounds pounds 
5 % 3 x % x * 2% ANY 6% 1100 1700 2100 
6 % 3% x 1 x AN rf 9 1600 2400 3000 
7 % 4% x 1] x M" 6% 10 14 2000 3000 3700 
8 ] 4% x % x %*% 9 14 20 2400 3600 4400 
10 1% ii sn la ok 6 17 25 m Fe 4000 5400 6400 
12 1% 8 x 1% x % Z3 39 55 5000 8000 10000 


NOTE—We furnish beckets in all single, one-half double and one-third of the triple blocks. If a greater 
proportion is wanted. order should so specify. 


*In naming Working Loads, an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


For Blocks for larger sizes of Manila rope, see page 20. 
For Reeving Information, see page 34. 
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Heavy Tackle Wide Mortise Blocks 
FOR MANILA ROPE 


These blocks are adapted for vessels, railroads, mining, bridge 
building and contractors’ work. 


Extra Heavy Loose Side Hooks and Beckets Double Cross Bolted Shells 





Single Double Triple 









Iron Bushed No. 181-C Iron Bushed No. 182-C Iron Bushed No. 183-C 
Roller Bushed No. 181-R Roller Bushed No. 182-R Roller Bushed No. 183-R 
Bronze Bushed No. 181-B. Bronze Bushed No. 182-B Bronze Bushed No. 183-B 








WORKING LOADS OF BLOCKS* 







































DIMENSIONS SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS | 

For For Dia. Outside Thick- For Single Double Triple | Two Two 
Block, Manila Diam- ness at Center No. 181, No. 182, No. 183 Doubles, Triples, 
inches Rope eter Rim Pin, Dia. pounds pounds pounds pounds pounds 
3% x | x V2 5” 8 12 2000 2500 
4 x % x Ya 8 13 18 2450 3200 
ANY 11 18 26 2900 3600 
6% x x 20 29 44 3750 4500 
8 x 1% x % 31 47 68 4800 6000 
9% x 1% x %, 49 77 103 5700 7000 
11 x Mw x 1 67 110 155 7500 9000 





NOTE—We furnish beckets in all single, one-half double and one-third of the triple blocks. If a greater 
proportion is wanted, order should so specify. 


*In naming Working Loads, an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


The bushing is the life of the block and the extra cost of blocks fitted with Bronze Bushed Self-lubricating 
Sheaves is far more than repaid by increased life and saving in repairs. 


For Reeving Information, see page 34. 





WESTERN BLOCK CO., LOCKPORT, N. Y. 19 





Heavy Tackle Wide Mortise Blocks 


FOR MANILA ROPE 


These blocks are adapted for vessels, railroads, mining, bridge 
building and contractors’ work. 


Extra Heavy Loose Side Hooks no Beckets Double Cross Bolted Shells 
Single Double Triple 





Iron Bushed No. 181-C Iron Bushed No. 182-C Iron Bushed No. 183-C 
Roller Bushed No. 181-R Roller Bushed No. 182-R Roller Bushed No. 183-R 
Bronze Bushed No. 181-B Bronze Bushed No. 182-B Bronze Bushed No. 183-B 
















































DIMENSIONS SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS WORKING LOADS OF BLOCKS* 
For For Dia. Outside For Single Double Triple Two Two Two 
Block, Manila Diam- Center No. 181, No. 182, No. 183, Singles, Doubles, Triples, 
inches Rope eter Pin, Dia. pounds pounds pounds pounds pounds pounds 
6 M% x 
7 %-| x Y 
8 1% x % 
10 1% x % 
12 1% x % 
14 1% x % 

16 2 x | 








NOTE—We furnish beckets in all single, one-half double and one-third of the triple blocks. If a greater 
proportion is wanted, order should so specify. 


*In naming Working Loads, an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


The bushing is the life of the block and the extra cost of blocks fitted with Bronze Bushed Self-lubricating 
Sheaves is far more than repaid by increased life and saving in repairs. 


For Reeving Information, see page 34. 























20 WESTERN BLOCK CO., LOCKPORT, N.Y. 


Heavy Tackle Wide Mortise Blocks 
FOR MANILA ROPE 


These blocks are adapted for vessels, railroads, mining, bridge 


building and contractors’ work. 


Extra Heavy Shackles and Beckets Double Cross Bolted Shells 


Double 
Single 














hed No. 201-C Iron Bushed No. 202-C Iron Bushed No. 203-C 
sa Cached No. 201-R Roller Bushed No. 202-R Roller Bushed No. 203-R 
Bronze Bushed No. 201-B Bronze Bushed No. 202-B Bronze Bushed No. 203-B 
























































DIMENSIONS | SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS WORKING LOADS OF BLOCKS* 
For | For Dia. Outside | Thick- For Single . Double | Triple Two Two Two 
Block, Manila Diam- ness at Center No. 201, No. 202, | No. 203, Singles, Doubles, Triples, 
inches Rope | eter | Rim Pin, Dia. pounds pounds | pounds si pounds pounds pounds . 
6 % 3% x 1 x VY, 5”% 8 12 1600 3000 4000 
Fé %-1 4 x % x VY 8 13 18 2000 3800 4800 
8 1% 4% x 1% x % 12 18 26 2400 4700 6700 
10 1% 6% x 1% x % 20 30 45 4000 7000 9000 
12 1% 8 x 1% x % x 47 62 5000 9000 | 12000 
14 1. | 9% x 1% x % _ 49 Sd 102 6500 11000 | 15000 
16 2 11x 2% x 1 68 108 150 || 8000 | 14000 | 18000 








NOTE—We furnish beckets in all single, one-half double and one-third of the triple blocks. If a greatcr 
proportion is wanted, order should so specify. 


*In naming Working Loads, an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 

The bushing is the life of the block and the extra cost of blocks fitted with Bronze Bushed Self-lubricating 
Sheaves is far more than repaid by increased life and saving in repairs. 


For Reeving Information, see page 34. 

















WESTERN BLOCK CO., LOCKPORT, N.Y. 21 
Heavy Tackle Wide Mortise Blocks 
FOR MANILA ROPE 
These blocks are adapted for vessels, railroads. mining, bridge 
building and contractors’ work. 
Extra Heavy Shackles no Beckets Double Cross Bolted Shells 





Double 


Yi 
Yi 
y 





















Iron Bushed No. 201-C Iron Bushed No. 202-C Iron Bushed No. 203-C 
Roller Bushed No. 201-R Roller Bushed No. 202-R Roller Bushed No. 203-R 
Bronze Bushed No. 201-B Bronze Bushed No. 202-B Bronze Bushed No. 203-B 


—00000T°°.toSs Seo 



































DIMENSIONS SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS | WORKING LOADS OF BLOCKS* 
For For Dia. Outside Thick- For Single Double Triple Two Two Two 
Block, Manila Diam- ness at Center No. 201, No. 202, No. 203, Singles, Doubles, Triples, 
inches Rope eter Rim Pin, Dia. pounds pounds pounds pounds pounds pounds 































NOTE—We furnish beckets in all single, one-half double and one-third of the triple blocks. If a greater 
proportion is wanted, order should so specify. 


*In naming Working Loads, an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


The bushing is the life of the block and the extra cost of blocks fitted with Bronze Bushed Self-lubricating 
Sheaves is far more than repaid by increased life and saving in repairs. 


For Reeving Information, see page 34. 

















2) ——$—$—_———_ WESTERN BLOCK CO., LOCKPORT, N. Y. ————— 


Heavy Tackle Wide Mortise Blocks 


FOR MANILA ROPE 








These blocks are adapted for vessels, railroads, mining, bridge 
building and contractors’ work. 


Extra Heavy Loose Swivel Hooks and Beckets Double Cross Bolted Shells 
Double ba 





(\ 
































Iron Bushed No. 221-C Tron Bushed No. 222-C Iron Bushed ~ No. 223-C 
Roller Bushed No. 221-R Roller Bushed No. 222-R Roller Bushed No. 223-R 
Bronze Bushed No. 221-B Bronze Bushed No. 222-B Bronze Bushed No. 223-B 
eo ,,  ——————————— 
DIMENSIONS SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS | WORKING LOADS OF BLOCKS* 
For For Dia. Outside Thick- For a | Double | Triple Two Two Two 
Block, Manila Diam- ness at Center No. 221, No. 222, No. 223, Singles, Doubles, Triples, 
inches Kope - eter | Rim Pin, Dia. } pounds pounds | pounds pounds pounds pounds 
3% x | x Y, 6 8 12 1500 2000 2500 
4 x l% x Vy 9 13 19 1700 2450 3200 
4% x WH x % 18 26 2200 2900 3600 
6%x 1% x % 21 30 45 3000 3750 4500 
8 x 1% x % 32 49 68 3600 4800 6000 
9%x 1% x %, 5] 81 105 4400 5700 7000 
11 x 2% x 1 70) 0U | A 160 6000 7500 9000 





NOTE—We furnish beckets in all single, one-half double and one-third of the triple blocks. If a greater 
proportion is wanted, order should so specify. 


*In naming Working Loads, an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


The bushing is the life of the block and the extra cost of blocks fitted with Bronze Bushed Self-lubricating 
Sheaves is far more than repaid by increased life and saving in repairs. 


For Reeving Information, see page 34. 








WESTERN BLOCK CO., LOCKPORT, YS 23 


Heavy Tackle Wide Mortise Blocks 


FOR MANILA ROPE 


These blocks are adapted for vessels, railroads, mining, bridge 


building and contractors’ work. 


Extra Heavy Loose Swivel Hooks no Beckets Double Cross Bolted Shells 
Double Triple 


Single 





Iron Bushed No. 221-C Iron Bushed No. 222-C, Iron Bushed No. 223-C 















































Roller Bushed No. 221-R Roller Bushed No. 222-R Roller Bushed No. 223-R 
Bronze Bushed No. 221-B Bronze Bushed No. 222-B Bronze Bushed No. 223-B 
DIMENSIONS | SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS WORKING LOADS OF BLOCKS* 
For For Dia. Outside Thick- For Single Double | Triple Two Two Two 7 
Block, Manila Diam- ness at Center No. 221, No. 222, No. 223, Singles, Doubles, Triples, 
inches Rope eter Rim Pin, Dia. pounds pounds pounds f pounds Z pounds pounds 
6 % ce a ae 6 8 12 || 1500 | 2000 | 2500 
7 %-1 4 x “1h x YM 9 i3 19 1700 2450 3200 
8 1% A%4%x 1% x % 12 18 26 2200 2900 3600 
10 1% 6% x 1% x % 21 | 30 | 45 3000 3750 4500 
12 1% 8 me 1 x % of. | 4D 68 3600 4800 6000 
14 1% 9% x 1% x % 5] 81 | 105 | 4400 5700 7000 
6 |: 2 Le ie a 70 +112 | 160 | 6000 | 7500 | 9000 














NOTE—We furnish beckets in all single, one-half double and one-third of the triple blocks. If a greater 
proportion is wanted, order should so specify. 


*In naming Working Loads, an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


The bushing is the life of the block and the extra cost of blocks fitted with Bronze Bushed Self-lubricating 
Sheaves is far more than repaid by increased life and saving in repairs. 


For Reeving Information, see page 34. 
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Standard Steel Blocks 


FOR MANILA ROPE 
With Loose Side Hooks 








Single 














Double 














BA 
/ 
iP 


j 
iy 
) 
\ N YW, 


Iron Bushed No. 261-C Iron Bushe No. 262-C Iron Bushed 
Roller Bushed No. 261-R Roller Bushed No. 262-R Roller Bushed No. 263-R 
Bronze Bushed No. 261-B Bronze Bushed No. 262-B Bronze Bushed No. 263-B 





No. 263-C 










































































DIMENSIONS SIZE SHEAVE, INCHES | WEIGHTS OF BLOCKS WORKING LOADS OF BLOCKS* 
For ior Bis, Outside } Thick- a For i Single Double | Triple Two Two | Two 
Block, Manila Diam- ness at Center | No. 261, No. 262, No. 263, Singles, Doubles, Triples, 
inches Rope | eter Rim Pin, Dia. pounds pounds | pounds pounds pounds | pounds 
3 % 1% x Va % % 1% 1% 200 300 400 
4 Y 2% x % % 1% 2 2% 400 550 700 
5 % 3 x % % 2% | 3% AN 500 750 1000 
6 % 3% x 1 Ya 3% 5% 6% 1000 1500 2000 
7 % 4m x 1 Ya 5% 7% 10% 1500 2000 2500 
8 1 4% x 1% % 7% 10% 14% 1700 2450 3200 
9 1 5% x 1% % | 9% 13 18 2200 2900 3600 
10 | 1% 6% x 1% % || 13% | 21 26 2600 | 3400 | 4200 
12 1% 8 x 1% % | 22 as 42 3000 3750 4500 





NOTE—We furnish beckets in all single, one-half double and one-third of the triple blocks. If a greater 
proportion is wanted, order should so specify. 


*In naming Working Loads, an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


_ The bushing is the life of the block and the extra cost of blocks fitted with Roller or Bronze Bushed 
Sheaves is far more than repaid by increased life and saving in repairs. 


For Reeving Information, see page 34. 
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AN EXPLANATION OF THE VARYING REVOLUTIONS 
OF SHEAVES IN A PAIR OF TACKLE BLOCKS 


— 


OMS, 







~ SHEAVE 
NS 
¥ 
ft) 
a 
SHEAVE 
N°2 
WD, oy 
ay 


> 


It is obvious that to raise a load one foot the lower block must be raised one foot, and to accomplish this, 
each working rope must be shortened one foot. 


In the example above, Ropes No. 1, 2, 3, etc., must be shortened one foot to raise the load one foot. Assuming 
that the circumference of each sheave is one foot, sheave No. 1 must make one revolution to shorten rope No. 1: 
Sheave No. 2 must make one revolution to take up the one foot slack from rope No. 1 and one additional revolu- 
tion to shorten rope No. 2; Sheave No. 3 must make two revolutions to take up the two feet of slack from ropes | 
and 2 and one additional revolution to shorten rope No. 3, etc. for each succeeding sheave. 


Viz: Rope No. 1 must travel one foot on sheave No. 1 
“ Ne, 2. * “two. feet “ " “ 2 
“- Neo ”™ “ three feet “ - ~“ & 
“ No 4 “ “ four feet “ ii “ 4 
66 No 5 “ “se five feet “ 6 “ 


Therefore all the sheaves in a set of blocks revolve at different rates of speed. Sheave No. 2 rotates twice as 
fast as No. 1, sheave No. 3 rotates three times as fast as No. 1, sheave No. 4 four times as fast as No. 1, ete. Conse- 
quently the sheaves nearest the lead line, rotating at a higher rate of speed, wear out more rapidly. 


Be sure that all sheaves are well oiled when in operation to reduce friction and wear. 
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Perfect Metal Blocks 


FOR MANILA ROPE 


With Extra Heavy Loose Side Hooks 
Double 


Single 





Iron Bushed No. 301-C Iron Bushed No. 302-C Iron Bushed No. 303-C 
Roller Bushed No. 301-R Roller Bushed No. 302-R Roller Bushed No. 303-R 
Bronze Bushed No. 301-B Bronze Bushed No. 302-B Bronze Bushed No. 303-B 


These Blocks have Malleable Lron Shells and both outside and inside straps extend full 
length of shell. Ends of center pin are flush with sides of shell. 
Perfect Metal Blocks are standard equipment with many Public Utility Companies. 


















































DIMENSIONS SIZE SHEAVE, INCHES | WEIGHTS OF BLOCKS | WORKING LOADS WITH HOOKS* 
For For Dia. i Outside Thick- | For | . | | {| Two Two © ee 
Block, Manila Diam- ness at Center | Single Double Triple || Singles, Doubles, Triples, 
inches . Rope q eter Rim Pin, Dia. | pounds pounds : pounds | pounds pounds pounds 
3 % x % x % 1% | 2M | 3% 400 | 550 | 700 
4 2% =x 4% x %*% 2% mb | Fe 500 750 1000 
5 3 X % x % 3% | 5 7 1000 1500 2000 
6 24 =« 1 x 5% | 9 12% 1500 2000 2500 
7 4m x | x | 72 1] 15% 1700 2450 3200 
8 ] 4% x M% x %* — 10 | 16% 22 | 2200 2900 3600 
9 | % | 5% x 1% x % 13% | 22 29 +2600 | 3400 | 4200 
10 % | 6% x % x % 19% | 30% 40 | 3000 3750 4500 
12, | 1% | 8 x. % x % | 30 46 | 70 | 3600 | 4800 | 6000 











NOTE—We furnish beckets in all single. one-half double and one-third of the triple blocks. If a greater 
proportion is wanted, order should so specify. 


*In naming Working Loads, an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


The bushing is the life of the block and the extra cost of blocks fitted with Bronze Bushed Self-lubricating 
Sheaves is far more than repaid by increased life and saving In repairs. 


For Reeving Information, see page 34. 











SS — WESTERN BLOCK CO., LOCKPORT, N.Y, ————Se—ooo——— jj] 


Perfect Metal Bloeks 


FOR MANILA ROPE 


With Extra Heavy Shackles 
Double Triple 


ti 





Single 





Iron Bushed No. 311-C Iron Bushed No. 312-C Iron Bushed No. 313-C 


Roller Bushed No. 311-R Roller Bushed No. 312-R Roller Bished No. 313-R 
Bronze Bushed No. 311-B Bronze Bushed No. 312-B Bronze Bushed No. 313-B 


These Blocks have Malleable Iron Shells and both outside and inside straps extend full 
length of shell. Ends of center pin are flush with sides of shell. 
Perfect Metal Blocks are standard equipment with many Public Utility Companies. 












































DIMENSIONS | SIZE SHEAVE, INCHES | WEIGHTS OF BLOCKS | WORKING LOADS OF BLOCKS* 
For "i For Dia. | Outside | Thick- | For | 7 | . Two Two | Two 
Block, Manila | Diam- | ness at Center Single Double Triple Singles, Doubles, Triples, 
inches Rope | eter | Rim . Pin, Dia. pounds pounds ia pounds | ; pounds pounds | | pounds 
3 % i! mx & x &%& | mM | 2 «| 3 | 500 900 1300 
4 Vy 2% & % x * 1% | 3 | 4% 800 1500 2000 
5 % | 3 x 4% x % 5% 6 1100 2200 2800 
6 %-| 24x 1 « ¥ 5% % 12% . 1600 | 3000 | 4000 
Yi % Ay ®& 1 x VN 7% 11% 12 2000 3800 4800 
8 ] AM. *& He x | 10% 15% 22 ' 2400 4700 6700 
9 (hd S42 ue TH x F 13 21 29 + 2700 | 5000 7000 
10 lal: 64. % 7H w& & 20” 33 40 4000 § 7000 9000 
12, | 1% 8 x 1% x % 30 46 | 70 | 5000 9000 | 12000 














NOTE—We furnish beckets in all single, one-half double and one-third of the triple blocks. If a greater 
proportion is wanted, order should so specify. 


*In naming Working Loads, an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


The bushing is the life of the block and the extra cost of blocks fitted with Bronze Bushed Self-lubricating 
Sheaves is far more than repaid by increased life and saving in repairs. 


For Reeving Information, see page 34. 

















WESTERN BLOCK CO., LOCKPORT, N.Y. 


Perfect Metal Bloeks 


FOR MANILA ROPE 
With Safety Link Hooks 


Double Triple 


32 


Single 





Iron Bushed No. 326-C Iron Bushed No. 327-C Iron Bushed No. 328-C 
Roller Bushed No. 326-R Roller Bushed No. 327-R Roller Bushed No. 328-R 
Bronze Bushed No. 326-B Bronze Bushed No. 327-B Bronze Bushed No. 328-B 


These Blocks have Malleable Iron Shells and both outside and inside straps extend full 
leneth of shell. Ends of center pin are flush with sides of shell. 
Perfect Metal Blocks are standard equipment with many Public Utility Companies. 



















































DIMENSIONS SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS | WORKING LOADS OF BLOCKS* 
lee - For Dia. | Outside / Thick- For | Two | Two Two 
Block, Manila Diam- ness at Center Single Double Triple Singles, Doubles, Triples, 
inches Rope eter Rim | Pin, Dia. pounds od. pounds pounds rounds | pounds pounds 
3 % | Mm x NRK 1% 2 2% 400: 550 700 
4 VY, 2h. % x 2 3% 4% 500 750 1000 
5 % 3 x % x w* 3% 5 6% 1000 1500 2000 
6 % 3% x | x A” 8% 12 1500 2000 2500 
* 4 % 4m x x Vv" 8 11% 15 1700 2450 3200 
8 1 4% x % x %* 11 18 22 2200 2900 3600 
9 1% 5% x 1% x %*% 14 22 29 2600 3400 4200 
10 1% 6% x yx % 20 3] 36 3000 3750 4500 
12, | 1% 8 x 1% x % 30 46 70 3600 | 4800 | 6000 








NOTE—We furnish beckets in all single, one-half double and one-third of the triple blocks, If a greater 
proportion is wanted, order should so specify. 


“In naming Working Loads, an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


The bushing is the life of the block and the extra cost of blocks fitted with Roller or Bronze Bushed 
Sheaves is far more than repaid by increased life and saving in repairs. 


For Reeving Information, see page 34. 
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Perfect Metal Blocks 


FOR MANILA ROPE 
With Loose Swivel Hooks 


Double Triple 














Iron Bushed No. 336-C Iron Bushed No. 337-C Iron Bushed No. 338-C 


Roller Bushed No. 336-R Roller Bushed No. 337-R Roller Bushed No. 338-R 
Bronze Bushed No. 336-B Bronze Bushed No. 337-B Bronze Bushed No. 338-B 


These Blocks have Malleable Iron Shells and both outside and inside straps extend full 
length of shell. Ends of center pin are flush with sides of shell. 
Perfect Metal Blocks are standard equipment with many Public Utility Companies. 











DIMENSIONS SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS WORKING LOADS OF BLOCKS* 








For For Dia. Outside Thick- For | Two Two Two 
Block, Manila Diam- ness at Center Single Double Triple Singles, Doubles, Triples, 
inches Rope eter Rim Pin, Dia. pounds | pounds pounds pounds pounds pounds 

3 1% 3 3% 400 700 
4 x 4 6 500 1000 
2 3% 6 8 1000 2000 
6 6% 10 13% 1500 2500 
f 9 13 18 1700 3200 
8 11% 18 24 2200 3600 
9 16 zy 32 2600 4200 
10 20 32 40 3000 4500 
12 Kho 49 Ye 3600 6000 





NOTE—We furnish beckets in all single, one-half double and one-third of the triple blocks. If a greater 
proportion is wanted, order should so specify. 


*In naming Working Loads, an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 

The bushing is the life of the block and the extra cost of blocks fitted with Roller or Bronze Bushed 
Sheaves is far more than repaid by increased life and saving in repairs. 


For Reeving Information, see page 34. 
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Gin Blocks for Manila Rope 


With Drop Forged Stiff Swivel Hooks 





Iron Bushed No. 350-C 
Roller Bushed No. 350-R 
Bronze Bushed No. 350-B 





SIZE SHEAVE, INCHES 




















Approx- Work- 
— 2 ~ imate in 

Outside Thick- For For Dia. Weights, Load*, 

Diam- ness at Center Manila pounds pounds 
eter | Rim Pin, Dia. Rope 

8 x 1% x \% % 9 1000 

1D «x KH aw %-| 12 1000 

Z-x lA x * %-| 14 1000 

14 x 1% x % 22. | 1500 











*In naming Working Loads, an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


The bushing is the life of the block and the extra eost of blocks fitted with Bronze Bushed Self-lubricating 
Sheaves is far more than repaid by increased life and saving in repairs. 
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Manila Rope Snateh Blocks 


WOOD SHELL STEEL SHELL 


Drop Link 


Swivel Eye 


Swivel Eye 


Drop Link 


. 


Mi 
o/ | 
(|| 
. Ail 

i 





will 
=| 








| 
HI 








No. 385-C Iron Bushed No. 388-C No. 390-C Iron Bushed No. 393-C 
No. 385-R = Roller Bushed No. 388-R No. 390-R_ = Roller Bushed No. 393-R 
No. 385-B Bronze Bushed No. 388-B No. 390-B Bronze Bushed No. 393-B 


All styles have Drop Forged Heads and Links, and Straps extend to bottom of Shell. 
Edges of Shell are nicely rounded to protect rope. 



































DININCHES. UTINCHES ee | Meee 
— —||- —— — - = Drop Weights 
Length For Dia. Outside Thick- For Link Blocks, 
of Manila Diam- ness at Center Snatch pounds 
Shell Rope eter Rim | Pin, Dia ; — 
6 %-% 3 x 1% x Vy 2400 7 
7 % 3%x MM x Y, 3400 8 
8 1 4%m%x 1% x % 4800 13 
9 1% 5 x 1% x % 5400 i 
10 1% 5% x 1% x % 6600 ye 
12 1% 6% x 2% x % 7600 34 
14 1% & x 24 x % 10000 46 
16 2 9 x 2% x 1 12000 68 
18 2% 10 x 3g x 1% 14000 100 
20 2 1] x 3% x 1% 16000 Loo 
22 3 11% x 4% x 1% 18000 190 
24 | 3% || 12% x 4% x 1% || 22000 | 235 





*In naming Working Loads, an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


The bushing is the life of the block and the extra cost of blocks fitted with Roller or Bronze Bushed 
Sheaves is far more than repaid by increased life and saving in repairs. 
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Manila Rope Snatch Blocks 


WOOD SHELL STEEL SHELL 


Self-Locking 
Self-Locking 


























No. 386-C lron Bushed No. 387-C No. 391-C lron Bushed No. 392-C 
No. 386-R Roller Bushed No. 387-R No. 391-R = Roller Bushed No. 392-R 
No. 386-B Bronze Bushed No. 387-B No. 391-B Bronze Bushed No. 392-B 


All styles have Drop Forged Heads and Links, and Straps extend to bottom of Shell. 
Edges of Shell are nicely rounded to protect rope. 
































wa cue Working Approx- 
Load* imate 
—— —— le — —__—_— oa Self Weights 
Length For Dia. Outside | Thick- | For Locking Blocks, 
° Manila Diam- | ness at Center Snatch pounds 
Shell Rope eter | Rim | Pin, Dia. 
6 %-% 3 x % x M4 3000 8 
7 % 3% x KM x bh 4000. 9 
BS + 43 4m x % x % 5000 1s 
9 1% 5 x % x % 6000 16 
10 1% 5% x 1% x % 8000 28 
12 1% 6% x 2% x % 10000 38 
4 | WH GS -u-24 «x % 12000 50 
16 2 9 x 2% x 1 16000 | 73 
18 | 2% | 10 x 3 x 1% | 18000) 110 











*In naming Working Loads, an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


The bushing is the life of the block and the extra cost of blocks fitted with Roller or Bronze Bushed 
Sheaves is far more than repaid by increased life and saving in repairs. 
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Improved Metal Snateh Blocks 


MALLEABLE IRON SHELLS 


With Extra Heavy Drop Forged Swivel Hooks 


These blocks have the safest and 
most easily operated locking device 
of any on the market. 


Common Iron Bushed No. 401-C 
Patent Roller Bushed No. 401-R 
Self-Lubr. Bronze Bushed No. 401-B 





With Iron Sheave for Manila Rope 











DIMENSIONS, | SIZE SHEAVE, 




















INCHES INCHES la Working 
— L papain Weights Loads* 
Length | For Dia. || Outside Thick- For Blocks, — 
of Manila Diam- ness at Center pounds 
Shell Rope eter Rim Pin, Dia. 
6 | %-% 3 x % x Y, 8 1% 
Fi % 3% x «KM xX Y, 10 2 
8 1 4% x % x % 15 2% 
9 1% 5 x % x % 19 3 
10 1% 5% x l% x % a7 4 
12 1% 6% -%. 2% x % 40 5 
14 1% 8 x 2% x % 50 6 
16 2 9 x 2% x 70 8 


Unless otherwise specified these blocks are furnished with Sheaves for Manila rope. 


If so ordered. we can supply them at extra cost with heavier [ron Sheaves having deep groove for Wire Rope 


as illustrated on page 11. 
Working loads as given above are the same whether blocks have Manila or Wire Rope Sheaves. These Work- 
ing Loads are given to assist in ordering, without responsibility on our part. and are limited to lead angles of not 


less than 90°. as explained on page 99. 


For handling heavier loads, we recommend blocks with larger Center Pins shown on page 92 and following. 


ee. 


a 








WESTERN BLOCK CO., LOCKPORT, 4 


Improved Metal Snateh Bloeks 
MALLEABLE IRON SHELLS 


Both sides of shell are same length—the inner surfaces being perfectly smooth and the outer edges 
being well rounded, there are no sharp or uneven points of contact to chafe the rope. 


The sheave has a bearing at hub only and, as the edges cannot wear against side of block, the 


groove is kept perfect for the rope. 


DROP LINK TYPE 





DROP LINK TYPE 


Common Iron Bushed No. 405-C 
Patent Roller Bushed No. 405-R 
Self-Lubr. Bronze Bushed No. 405-B 


Prices on application. 


Drop Link Type furnished with Round Hook when so 


required, without extra charge. 



































WITH SWIVEL SHACKLE 


WITH SWIVEL SHACKLE 


Common Iron Bushed No. 416-C 
Patent Roller Bushed No. 416-R 
Self-Lubr. Bronze Bushed No. 416-B 











These blocks have the safest and most easily operated 














locking device of any on the market. 
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Wood Shell Snateh Blocks 


Swivel Jaw 


ROLLER BUSHED 
Swivel Hook OR 
BALL BEARING 


For Stringing Cable 


In stringing transmission line conductors, it is desirable to 


use a block with sheave at each point of support, and allow the 


line to travel over these sheaves while being strung out and 





pulled to proper sag. We designed blocks for this purpose many 
years ago, and have constantly improved their construction, 
based upon results obtained by public utility engineers in the 
field, and the recommendations of the manufacturers of cable. 
It has been found in practice that for long span construction, 


using suspension insulators, a Snatch Block is the best type 





of block to use in stringing cable and we recommend the Drop 
Link style shown in the accompanying illustrations. In order 
to reduce the friction which operates as a resistance against the 
travel of the cable, we use ball or roller bearings in all our 
sheaves, thus allowing the tensions in the conductor to equalize 


themselves automatically on either side of the support. 





so FE | 
No. 432 
Recessed Shell 


Sheaves can be furnished either of Galvanized Iron or a Special Alloy of Heat-treated Aluminum. 


Iron Sheaves cost less but Aluminum Alloy sheaves are undoubtedly the best, especially in the larger blocks 
where lighter weight is important for easier handling. There is also less danger of injury or abrasion to Aluminum 























Cable. 
ey I Ea ee, Se ae eS er TN Eee 
SIZE SHEAVE GALVANIZE! oO 
ROLLER BUSHED BALL BEARING 
- -- TYPE OF SHELL 
Outside Thick- Bie SR. Weight Weight 
Diam- ness at C.M. or Dia. Blocks, Blocks, 
eter Rim A.W.G. inches pounds | pounds 
4x l% x 3/0 .501 || Recessed Shell 9 | 8 
& «x i & 3/0 .501 || Recessed Shell 13 | 10% 
8 x 1% x 3/0 .501 || Recessed Shell 21 17 
7 x l% x 300 000 .680 || Straight Mortise 11% 10% 
7 x % x 300 000 721 || Straight Mortise 18% 16% 
10 x % x 500 000 .904 || Straight Mortise 28% 23% 
7 x 1% x 500 000 .904 || 2% Throat 19 17 
10 x % x 500 000 .904 || 2% Throat 29 24 
10 x *% x 666 000 | 1. 2% Throat 30% 25 



























































































































































Steel Shell 


WESTERN BLOCK CO., LOCKPORT, N.Y. 


Aluminum Shell Snateh Bloeks 


FOR STRINGING CABLE 


With Ball Bearing Aluminum Alloy Sheaves 








Outside 
Diam- 
eter 


i 
10 
10 
14 
16 

















Thick- Weight 
ness at Blocks, 
Rim ii pounds 
x 1% x % 500 000 904 14 
x 1% x %*% 500 000 904 18 
x 24 "x &% 795 000 1.093 26 
x 24 x 1 113 000 1.292 34 
x 2% x % | 1113000 | 1.292|| 42 





Other sizes on application. 


In asking for quotations, please specify: 
Catalog Figure Number 
Number of Blocks wanted 
Diameter of Conductor to be strung 
Whether Cable Joints are to pass through blocks 
Diameter and Kind of Sheaves preferred 


Fittings desired: Swivel Hooks, Swivel Jaw, ete. 
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No. 437 No. 438 
Steel Shell Cable Roller 
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Steel Hay Block for 3§" Wire Rope 


Pressed Steel Shell, Round Swivel Hook, Sheave 7-inch diameter. Notice 
specially the semi-circular guard pressed in shell over sheave to prevent wire 
slipping between shell and sheave. 


Can be furnished common. iron bushed or roller bushed. 


This block fitted with Sheave for 34-inch Manila Rope when so required at 


same price. 


Approx. Weight, 6 Lks. 





Log Jammer Blocks 


For '4-inch Wire Rope 


Steel Shell and Shackle 

10x 144 x % Iron Sheave 

Bronze Bushed y =) | | 

No. 465 Bleck without Guard 
No. 466 Block with Guard | 


Approx. Weight, 20 Lbs. 





WESTERN BLOCK CO., LOCKPORT, N.Y. 





4] 


Maine Lumberman’s Blocks 
FOR WIRE ROPE 


With Flattened Loose Side Hooks 


Double 


Bronze Bushed 


Self-Lubricating 











These blocks are made with double plates for middles, and center straps extend to bottom of blocks between 
these plates. 


Edges of both outside and middle plates are nicely rounded to protect the rope. 


SIZE SHEAVE, INCHES 

















Outside Thick- For For Dia. 

Diam- ness at Center Wire 
eter Rim Pin, Dia. Rope 
8 x | x %*% | Yy 














“5 SSS WESTERN BLOCK CO., LOCKPORT, N.Y. 


Out-Haul Logging Snateh Block 
FOR 7% INCH WIRE ROPE 


Extra Heavy Forged Steel Shackle with Wide Opening. 
Malleable Iron Shell with sides countersunk to cover the edges of the Sheave. 
Heavy Solid Pattern Bronze Bushed Iron Sheave 844 x 2% x 2. 


Center Pin drilled for lubrication and fitted with compression grease cup 
and lock nut. 

No. 483 Block with Bracket 

No. 484 Block without Bracket 


Approx. Weight, 55 Lbs. 





Perfect Logging Block 


8 inch Malleable Iron Shell 


434 x 13% x % Sheave 


for % wire rope 


Bronze Bushed Self-Lubricating 
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WESTERN BLOCK CO., LOCKPORT, N.Y. 


Improved Skidder Block 


FOR WIRE ROPE 

















No. 496 








BLOCKS COMPLETE 











Outside For 
Diameter Diameter 
of Sheave, | Wire Rope, Center Weight, 
inches inches Pin Size pounds 
1] h%, 1% 80 
4 | %& 1% | 105 
18 ] | Z 223 





Cast Steel Sheave. 
Extra Heavy Drop Forged Swivel Eye. 


Malleabie Iron Shell, reinforced at points of greatest strain, and countersunk over rim of sheave to prevent 


possibility of wire jamming between shell and sheave. 
Bronze Bushing has holes drilled through wall which automatically feed lubricant to center pin from chamber: 


in hub of sheave. Center Pin has Heavy Hex Nut on each end. 











5 WESTERN BLOCK CO., LOCKPORT, N.Y. 


Improved Purse Seine Blocks 


FOR MANILA ROPE 
Japanned or Galvanized 


With Swivel Hook 











Bescibstten No. 502-C — Iron Bushed 
No. 502-B — Bronze Bushed 

Size Sheave, inches 2 x Peer 

For Dia. Manila Rope, inches % 

Approx. Weight 4A Lbs. 

















Leader For Wheel Rope 


Upright 





No. 505 


Prices on application. Name sizes of roll and of rope. 


} 














——— WESTERN BLOCK CO., LOCKPORT, N.Y. —— = 53 








Cargo Hoisting Blocks 


FOR WIRE ROPE 





No. 530 


Style No. 530 has Steel Plate Shell and Bronze Bushed, Self-Lubricating Sheave. Prices on application. Name 
diameter of sheave and size wire. Also state if block is to be japanned or galvanized. 
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WESTERN BLOCK CO., LOCKPORT, N.Y. 


Perfect Cargo Blocks 


FOR WIRE ROPE 
With Swivel Hook 


Malleable [ron Shells 


Bronze Bushed 
Self-Lubricating 


Sheaves 


Iron Sheave No. 540-B 
Steel Sheave No. 540-S 


SIZE SHEAVE, INCHES 

















With Swivel Shackle 





Iron Sheave No. 541-B 
Steel Sheave No. 541-S 


For Approx- 
- Wire Wal cht 
Qisie | Tice | catty, || Rope, | Blocks,’ 
eter Rim Pin, Dia. 
6 x |] x % 15 
8 x 1% x & 35 
10 x Mm x 1 ao 
12 x 1% x 1% % 82 
14 x 1% x 1% %-% 110 
14%. 1% x 1% 1 160 














WESTERN BLOCK CO., LOCKPORT, N.Y, —————————————_$ 55 


Perfect Cargo Blocks 


FOR WIRE ROPE 


With Swivel Shackle 
Double Upset Swivel Shackle 


Bronze Bushed 


Self-Lubricating 





No. 552 


Malleable Iron Shells with nicely rounded edges to prevent wear on the rope. 


The shell is so constructed that sheave has a bearing at the hub only and, as the rim of sheave can not wear 
against sides of block, the groove is kept perfect for the rope. 


For sizes, see preceding page. 











WESTERN BLOCK CO.,LOCKPORT, N. Y. 








| Roller 
(— 


Tapered 
TIMKEN <=’ BEARING 


EQUIPPED 


























For Dia. Working Weight 
SIZE SHEAVES Wire Load Pounds 
12°: &. Te Vs 8 tons 72 
14 x TH | %-% 8 tons 85 














This block is all Galvanized and has a Cast Steel Sheave which is fitted closely into mortise of shell so wire 
cannot jam between sheave and shell. 


Block is fitted with Timken Roller Bearings which take both load and side thrusts and hold sheave central, 
so it cannot chafe or wear on the sides. 


Bearings are locked in grease packed chamber and felt washers retain grease and exclude dirt. Center Pin has 
recessed nuts with special lock washers. Alemite fittings are provided for greasing of both Sheave and Swivel Eye. 


An ample factor of safety has been allowed for Working Loads of 8 Tons. This load capacity is given to assist 
in ordering without responsibility on our part. 























WESTERN BLOCK CO., LOCKPORT, N. Y. 


o/ 











y U 
| Ox | 


eae 
ax 
\ 


a > Ca) 


\ 








—a 


G 
a ei =— 














Yya0VaTuIv4 sto 


Nid ® 39NIH WOOg|A] Y3MOT LNVNN3d ONWATdA 3SVHOYNd NvdS 4 
SJIMONENYN LY] Y3ddN LNVNN3d ONVANdA 1317 ONiddOL us 
WOO8 14/7 ONIddOLIN 1317 ONIddOL| 41] 13 ONiddOL 


























SISeR LIT Naso swistis| sore anol 
| WOO L411 ONiddOL) SGNOYHS 49078 AND|> 
 BSWHOUNd ANDdO} LSVWW 13I7 ONiddOL|7 NwdS see eck aLSMMOV 8 XD018 133Hia 
BSWHOUN NveSds[—=SsN3 WOO! ———SNNOY OOUVIE SONS WOO! 
| 3d0¥ WIINVN | SNOILS3NNO5 3dOu 3uIM [suDOTE | 
XSONI WvyOvId 7 








WOO ANV LSVW NO SNOILVYDO071 4D0 18d ONIMOHS 


MOMY SG OOYEVO Lh) LHOPT WoldAL 














== 61 





——}>. WESTERN BLOCK CO., LOCKPORT, N.Y. 


Wood Shell 
Life Boat Blocks 


Shackle 


Non-Toppling and Non-'T'wisting 


FOR MANILA ROPE 





No. 613 Furnished With Roller Bearings 


or 





rr 
> 
= 
< 


Self-Lubricating Bronze Bushings 


Swivel Eye and Link 


These blocks made single, double or triple in several 
sizes and with fittings to suit davits and any type releasing 


gear in life boats. 
All iron work galvanized. 
In ordering, state size of rope. 
Prices on application. 


For Reeving Information, see page 34. 





No. 618 


eli ll 











2 WESTERN BLOCK CO., LOCKPORT, NYY. 





ami, Malleable Iron Shell 
Life Boat Blocks 


Non-Toppling and Non-'T'wisting 


FOR MANILA ROPE 


Furnished All Galvanized 


With Roller Bearings 





or 


Self-Lubricating Bronze Bushings 





Swivel Eye 


These blocks made single, double or triple in several 
sizes and with fittings to suit davits and any type releasing 
gear in life boats. 

Edges of shell nicely rounded to protect rope. 

In ordering, state size of rope. 


Prices on application. 


For Reeving Information, see page 34. 
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WESTERN BLOCK CO., LOCKPORT, N.Y. 
Malleable Iron Shell 
Life Boat Blocks 

Non-Toppling and Non-'l'wisting 


FOR WIRE ROPE 

















No. 632 


Furnished All Galvanized 
With Ball Bearings 





or 


Self-Lubricating Bronze Bushings 


No. 636 
These blocks made single, double or triple in several 


sizes and with fittings to suit davits and any type releasing 


gear in life boats. 
Edges of shell nicely rounded to protect rope. 


In ordering, state size of rope. 


Prices on application. 


No. 639 Chock 


No. 635 Lead 




















64 WESTERN BLOCK CO., LOCKPORT, N.Y. 


Regular Diamond Wire Rope Blocks 


With Yoke and Stiff Swivel Hooks 


Triple 
Double 
Single 





Iron Bushed No. 641-C Iron Bushed No. 642-C lron Bushed No. 643-C 
Bronze Bushed No. 641-B Bronze Bushed No. 642-B Bronze Bushed No. 643-B 
Steel Sheaves No. 641-S Steel Sheaves No. 642-S Steel Sheaves No. 643-S 



















































DIMENSIONS SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS WORKING LOADS WITH HOOKS* 
Si For Dia. Outside One One One Two Two Two 
s che, Wire, Diam- ness at Center Single, Double, Triple, Singles, Doubles, Triples, 
— inches eter Rim Pin, Dia. pounds pounds pounds Tons Tons Tons 
6 x 1 x % 





*In naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


The Bushing is the life of the block and the extra cost of Blocks fitted with Bronze Bushed Self-Lubricating 
Sheaves is far more than repaid by increased life and saving in repairs. 


For Reeving Information, see page 72. 











a __ WESTERN BLOCK CO., LOCKPORT, N.Y. 


65 


Regular Diamond Wire Rope Blocks 


With Shackles 


Double 

































Iron Bushed No. 651-C Iron Bushed No. 652-C Iron Bushed No. 653-C 
Bronze Bushed No. 651-B Bronze Bushed No. 652-B Bronze Bushed No. 653-B 
Steel Sheaves No. 651-S Steel Sheaves No. 652-S Steel Sheaves No. 653-S 


| 


















| 
DIMENSIONS | SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS WORKING LOADS WITH SHACKLES* 





One | One 





For Dia. Outside 





















Size Thick- For One Two Two Two 
‘ rahe Wire, Diam- ness at Center Single, Double, Triple, Singles, Doubles, Triples, 
oe inches eter Rim Pin, Dia. pounds pounds pounds Tons Tons Tons 

















6 x 1] 
8 Y 8 x 1h x %, 
10 % 10 x mM x % 
12 % 12? =x sx 7 
14 Y% 14 x mx Nm 








*In naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


The Bushing is the life of the block and the extra cost of Blocks fitted with Bronze Bushed Self-Lubricating 
Sheaves is far more than repaid by increased life and saving in repairs. 


For Reeving Information, see page 72. 
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66 WESTERN BLOCK CO., LOCKPORT, N.Y. 
I i I Oval i 
egular Oval Wire Rope Blocks 
With Yoke and Swivel Hook 
Triple 
Double 

Single 
Iron Bushed No. 661-C Iron Bushed No. 662-C Iron Bushed No. 663-C 
Bronze Bushed No. 661-B Bronze Bushed No. 662-B Bronze Bushed No. 663-B 
Steel Sheaves No. 661-S Steel Sheaves No. 662-S Steel Sheaves No. 663-S 














































































| DIMENSIONS | SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS WORKING LOADS WITH HOOKS* 
| Si For Dia. Outside Thick- For One One One Two Two Two 
| Reins Wire, Diam- ness at Center Single, Double, Triple, Singles, Doubles, Triples, 
| inches | eter Rim Pin, Dia. | pounds founds pounds . ! Tons Tons Tons 
6 % 6x 1 x % r 21 29 || 1% 2 2% 
8 Vy 8 x 1% x % 28 4] 56 a 2% 3 
10 % Wx 14 «x % 38 60 84 2% 2 3% 
12 % 12 x % x 1 62 94 120 3 AY 5” 
4 | % | 14 x 1% x 1% | 79 | 122 | 170 | 4% 5% 6% 























*In naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


The Bushing is the life of the block and the extra cost of Blocks fitted with Bronze Bushed Self-Lubricating 
Sheaves is far more than repaid by increased life and saving in repairs. 


For Reeving Information, see page 72. 











SESE WESTERN BLOCK CO.,LOCKPORT, NY. £7 


Regular Oval Wire Rope Blocks 


With Shackles 


Single 


—~ 


Double 






































Iron Bushed No. 676-C Iron Bushed No. 677-C Iron Bushed No. 678-C 


Bronze Bushed No. 676-B Bronze Bushed No. 677-B Bronze Bushed No. 678-B 
Steel Sheaves No. 676-S Steel Sheaves No. 677-S Steel Sheaves ~° No. 678-S 










DIMENSIONS SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS | WORKING LOADS WITH SHACKLES* 








One One One 














Size For Dia. Outside Thick- | For Two Two Two 
sniching Wire, Diam- ness at Center Single, Double, Triple, Singles, Doubles, Triples, 
inches eter Rim Pin, Dia. pounds pounds pounds Tons Tons Tons 






























a x % 12 19 27 
Sx. 14% .@ 24 37 51 

10 % Wx 4 x KR af 

12 % is oe: ie oe CT 85 

14 “ 14 x 1% x 1% aT HWS | 160 | 











*In naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


The Bushing is the life of the block and the extra cost of Blocks fitted with Bronze Bushed Self-Lubricating 
Sheaves is far more than repaid by increased life and saving in repairs. 


For Reeving Information, see page 72. 











= WESTERN BLOCK CO., LOCKPORT, N. Y. 








Regular Diamond Wire Rope Blocks 


With Loose Side Hooks 


Single Double 





Iron Bushed No. 681-C lron Bushed No. 682-C lron Bushed No. 683-C 
Bronze Bushed No. 681-B Bronze Bushed No. 682-B Bronze Bushed No. 683-B 
Steel Sheaves No. 681-S Steel Sheaves No. 682-S Steel Sheaves No. 683-S 








































1] 

SIZE SHEAVE, INCHES | WEIGHTS OF BLOCKS | WORKING LOADS WITH HOOKS* 
Outside Thick- For | One | One One Two Two Two 
Diam- ness at Center Single, Double, Triple, Singles, Doubles, Triples, 

eter Rim Pin, Dia. pounds pounds | pounds Tons Tons Tons 
13 18 26 1% 2 2” 
24 ar 50 2 2” 3 
36 53 77 2% 3 3% 
53 85 11] 3 A” 5” 
69 106 150 4M 5” 6” 


*In naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 

The Bushing is the life of the block and the extra cost of Blocks fitted with Bronze Bushed Self-Lubricating 
Sheaves is’ far more than repaid by increased life and saving in repairs. 


For Reeving Information, see page 72. 








weerenn SLOCK CO.,LOCKPOR, 2 SSS vis 


Regular Oval Wire Rope Blocks 


With Loose Side Hooks 


Single Double Triple 


= 
SSB RER CRN Rn 
ae 





Iron Bushed No. 691-C Iron Bushed No. 692-C Iron Bushed No. 693-C 
Bronze Bushed No. 691-B Bronze Bushed No. 692-B Bronze Bushed No. 693-B 
Steel Sheaves No. 691-S Steel Sheaves No. 692-S Steel Sheaves No. 693-S 














DIMENSIONS SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS 








WORKING LOADS WITH HOOKS* 


























_ re 8 eee On ee) | ee ee : } ae 

Size | For Dia. Outside Thick- | For One One One Two 
era | Wire, Diam- ness at Center Single, | Double, Triple, | Triples, 

inches eter Rim | Pin, Dia. pounds pounds pounds Tons 

6 % a". 1 x % 2” 

8 Vy Sw ea x % 2 2% a 

10 Mo IG x’ Th ox OB 2% 3 3% 

12 % 2 «x Ts « 1 3 | ANY 5% 

14 % 14. x 1% x 1% 4% | 5% 6% 








*In naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


The Bushing is the life of the block and the extra cost of Blocks fitted with Bronze Bushed Self-Lubricating 
Sheaves is far more than repaid by increased life and saving in repairs. 


For Reeving Information, see page 72. 














WESTERN BLOCK CO., LOCKPORT, N.Y. 


Reeving Wire Rope Blocks 


(page 34), with the blocks at 


used as for manila rope 


ted below, in 


illustra 
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Messer enceLece £0. LOCKPCR, A, YS 








Extra Heavy Diamond Wire Rope Blocks 


With Yoke and Swivel Hook Bronze Bushed Self-Lubricating 


Triple 
Double 


Single 





eV 





lron Sheaves No. 731-B Iron Sheaves No. 732-B lron Sheaves No. 733-B 
Steel Sheaves _—— No. 731-S Steel Sheaves No. 732-S Steel Sheaves __ No. 733-S 





WEIGHTS OF BLOCKS 





WORKING LOADS, TONS* 







DIMENSIONS SIZE SHEAVE, INCHES 




































; : Outside Thick- For Single Double Triple 
pete ae i Diam- ness at Center No. 731, | No. 732, | Ne. 733, ed Aa ear Bis 
| eter Rim Pin, Dia. pounds pounds pounds g errr P 








6 %-V 
8 Y-% 
10 % 
12 % 
14 %-% 
16 %- 
18 ] 


*In naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


For Reeving Information, see page 72. 
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74 WESTERN BLOCK CO., LOCKPORT, N. Y. 
Ss 
Extra Heavy Wire Rope Blocks 
With Shackles Diamond Shell 
Bronze Bushed Self-Lubricating 
bl 
Single _ i 
Iron Sheaves No. 741-B Iron Sheaves No. 742-B Iron Sheaves No. 743-B 
Steel Sheaves No. 741-S Steel Sheaves No. 742-S Steel Sheaves No. 743-S 
DIMENSIONS | SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS WORKING LOADS, TONS* 
7 _ | ter'Die ere - Thick- | For Single Double Triple ae ie oo 
ence | Wie rot ping | = | Pg got pid gessad hi Pe i | Boscia: Triples 
— 61 ¥%l 6 xe ttl CY 16 23 38 

8 Y-% 8 x l% x %, 29 48 68 3” 6 7 

10 % 10 x 1% x 1 43 7s 101 4 Fi 8 

12 % 12 x 1% x 1% 70 128 165 5 10 12 

14 | %-% 14 x 1% x 1% 92 | 173 2an- | 6% 12 14 

16 | %&-1 16 x-~ 1% x % 138 244 320 8 15 18 

ie t 7 18 x. 1% x % 180 320 445 10 18 20 

*In naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 





without responsibility on our part. 


For Reeving Information, see page 72. 





WESTERN BLOCK CO., LOCKPORT YS 5 
Extra Heavy Wire Rope Blocks 
With Shackles 
Diamond Shell 


Bronze Bushed Self-Lubricating 


Fourfold Sixfold 











Above cuts were made from photographs of blocks furnished for bridge work. 


Prices on application. Name number and diameter of sheaves, size wire and weight of load. 
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Extra Heavy Wire Rope Blocks 


Single Bi Double 
7 With Loose Side Hooks _— 





Diamond Shell 


Bronze Bushed 





Self-Lubricating 








Iron Sheaves No. 761-B Iron Sheaves No. 762-B 
Steel Sheaves No. 761-S Steel Sheaves No. 762-S 






















DIMENSIONS SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS WORKING LOADS, TONS* 






























Si For Di Outside Thick- For Single Double Triple 7 T T 
gd, | aceeenen Diam- ness at Center No. 761, No. 762, No. 763, hea pte bad 
inches ties Rope prvi | Rim Pin Dia. pounds powtide pounds Singles Doubles Triples 

























6 %-Y 6 x |] 

8 Y-% 8 x 1% x h, 2% 3% AMY 
10 % 10 x Mw x 3% AY 5 
12 Y% 1% AMY 5 6 
14 %-% 144 x 1% x 1% 5 6 8 
16 %-1 16%. 1% x 1% 6% 8 10 





*In naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


For Reeving Information, see page 72. 
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—j>—>. WESTERN BLOCK CO., LOCKPORT, N.Y. 


Extra Heavy Wire Rope Blocks 
Double 
oni With Loose Swivel Hooks fF...’ 












Diamond Shell 


1) |e = y)) 
| _ 
Mp 
\j 


y) 
| 
i 
\\ 
\ 


| \ ir 
4 





Bronze Bushed 





Self-Lubricating 











1 i 























Iron Sheaves No. 771-B Iron Sheaves No. 772-B 












































Steel Sheaves No. 771-S Sicel Sheaves No. 772-S 
DIMENSIONS SIZE SHEAVE, INCHES WEIGHTS OF BLOCKS WORKING LOADS, TONS* 
ae we tes uiiae Thick Single Double | Triple ‘ a BPs Tein 
aid eter ere iy eS fee | Net | Me 7e2, | Ne 28 Hate | Deubies | Triples 
es 2s 2 Ee a eae oe 24 40 || 2 2v 3 
a). Be 8x mx & 30 50 71 2% 3% AY 
10 5% 1 «x: 1% & 7 5] 78 102 31% AY 5 
12 Y%, iz x. 1% 2 1% 76 129 167 AY 5 6 
14 | %-% 4 xe. 1% x 1% 98 175 230 5 6 8 
6. me Ca oe 139 | 248 | 335 6% | 8 10 





*TIn naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


For Reeving Information. see page 72. 


























78 WESTERN BLOCK CO., LOCKPORT, N.Y. 





Perfect Wire Rope Blocks 
With Extra Heavy Stiff Swivel Hooks 


Bronze Bushed Self-Lubricating 


Single Double 


=f "TY 


| 
Wii} 
. 
\ Y 
| 


L 





a 


g h ! 


\ 


Iron Sheaves | No. 781-B Iron Sheaves No. 782-B Iron Sheave No. 783-B 
Steel Sheaves No. 781-S Steel Sheaves No. 782-S Steel Sheaves No. 783-S 





The shell is so constructed that sheave has a bearing at the hub only and, as the rim of sheave cannot wear 
against sides of block, the groove is kept perfect for the rope. Also, outer edges of shell are nicely rounded to 
protect the rope. 








































SIZE SHEAVE, INCHES For WORKING LOADS, TONS* WEIGHTS OF BLOCKS 
Dia. ; eee 
Wire | 
Outside Thick- For Rope, _ —_ an Single Double Triple 
Diam- ness at Center fachon Singles, Boublax, Triples, No. 781 No. 782 No. 783 
eter Rim Pin, Dia. Pounds Pounds Pounds 
6 x 1 x Y% %-Vy 
8 x 1% x % Y-% 
10x M&M x 1 % 
12 x h& x 1% % 
14 x 1% x % Y%-% 
146%. 1% x % A%-1 


*In naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


For Reeving Information, see page 72. 
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WESTERN BLOCK CO., LOCKPORT, N. Y. 





Perfect Wire Rope Blocks 


With Extra Heavy Shackles 
Bronze Bushed Self-Lubricating 


Double 

















{ 


H il 





Iron Sheaves No. 791-B Iron Sheaves No. 792-B Iron Sheaves No. 793-B 
Steel Sheaves No. 791-S Steel Sheaves No. 792-S Steel Sheaves No. 793-S 
The shell is so constructed that sheave has a bearing at the hub only and, as the rim of sheave cannot wear 


against sides of block, the groove is kept perfect for the rope. Also, outer edges of shell are nicely rounded to 
protect the rope. 


eo 























SIZE SHEAVE, INCHES For WORKING LOADS, TONS* WEIGHTS OF BLOCKS 
Dia. 
Wire ‘ 
Outside Thick- For ope, ones = in Single Double Triple 
miem | menat | penis | inches || singles, | oubies, | resies, || Nou?! | Now 792 | No.7G3 
a aera moh %-Vy 24 32 46 
S x..WH x % %-% 35 50 > 
ie a? oe oe % 50 75 115 
12 EH. KCTA % a 122 162 
A xt ae TS %-% 110 160 220 
16 x HA x WR %-] 160 224 313 











*In naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 
For Reeving Information, see page 72. 











39 ——— WESTERN BLOCK CO., LOCKPORT, N. Y. — 











Extra Heavy Wire Rope Blocks 


With Yoke and Swivel Hook Oval Shell 


Bronze Bushed Self-Lubricating 


Single Double Triple 





lron Sheaves No. 801-B Iron Sheaves No. 802-B Iron Sheaves No. 803-B 
Steel Sheaves No. 801-S Steel Sheaves No. 802-S Steel Sheaves No. 803-S 


















DIMENSIONS SIZE SHEAVE, INCHES WORKING LOADS, TONS* WEIGHTS OF BLOCKS 



























































_ _ tis Outside Thick- For we ies wis Single Double Triple 
a Wine . es ong a = A ong i Pe nui trinios dls rng oe 

| 1 x 23 38 

8 x 1% x & 48 68 

ia 2 Fas 101 

x A x 128 165 

4 = TH x IK l7s 224 

16 x 1% x % 244 320 

18 x 1% x 1% 7Ys 320 | 445 











*In naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


For Reeving Information, see page 72. 








WESTERN BLOCK CO., LOCKPORT, N. Y. 81 





Extra Heavy Wire Rope Bloeks 


With Shackles Oval Shell 


Bronze Bushed Self-Lubricating 


Single Double Triple 





lron Sheaves No. 811-B lron Sheaves No. 812-B Iron Sheaves No. 813-B 
Steel Sheaves No. 811-S Steel Sheaves No. 812-S Steel Sheaves No. 813-S 


















WORKING LOADS, TONS* WEIGHTS OF BLOCKS 










































DIMENSIONS | SIZE SHEAVE, INCHES 
i " Outside Thick- For Single Double Triple 
ot sa — Diam- ness at Center Pn ete es No. 811 No. 812 No. 813 
-s oe ee eter Rim Pin, Dia. g evnres _ pounds pounds pounds 

































*In naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


For Reeving Information, see page 72. 
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Heavy Wire Rope Blocks 


Quadruple 


With Lashing Shackles 


Diamond Shell 
















































































Bronze Bushed i \ 
no 
Self-Lubricating “all 
fA | 
A | 
Iron Sheaves No. 823-B Iron Sheaves No. 824-B 
Steel Sheaves No. 823-S Steel Sheaves No. 824-S 
SIZE SHEAVE, INCHES | WORKING LOADS* | WEIGHTS OF BLOCKS 
Outside Thick- For | For Dia. Two Two Two | Iwo im Single Double Triple ie cteaats 
Diam- ness at Center Wire Singles, Doubles, Triples, Quadruples,|| No. 821 No. 822 No. 823 No. 824 
eter Rim Pin, Dia. Rope Tons Tons Tons Tons pounds pounds pounds pounds 
8 x 1% 29 47 64 78 
10 x 1% 42 ype 83 110 
12 x 1% 75 17 165 202 
14 x 1% 98 160 nae 282 
16 x 1% 148 211 293 409 
1B x 1% | | | | 256 | 310 | 393 | 510 


*In naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


For Reeving Information, see page 72. 
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Special Extra Heavy Wire Rope Blocks 
With Lashing Shackles 


Diamond Shell 


Triple 


For 
20 to 50 
Ton Loads 


Bronze Bushed 


Self-Lubricating 





No. 838 





SIZE SHEAVE, INCHES 





Outside For Dia. 
Diameter R Wire Rope 





Furnished with any number of sheaves. Prices on application, 


Name number and diameter of sheaves and weight of load. 
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Special Extra Heavy Wire Rope Blocks 
With Lashing Shackles 


Oval Shell 


Quadruple 


For 
20 to 50 
Ton Loads 











Bronze Bushed 


Self-Lubricating 


























SIZE SHEAVE, INCHES 



























Outside Thickness For Dia. 
Diameter at Rim Pin, Dia. Wire Rope 
14 x ly x lk 3/4-7/g 
16 x 14 x 2 7/g-1 

18 x ls * 2 i 
20 x 1% x 2% 1 
22 x 1% x 2% 1 
24 x 2g x 2) 1-14 


Furnished with any number of sheaves. Prices on application. 


Name number and diameter of sheaves and weight of load. 
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Special Extra Heavy Wire Rope Block 


With Lashing Shackles 


Oval Shell 





Prices on application. 
Name number and diameter of sheaves, size wire and weight of load. 


For Reeving Information, see page 72. 


t 
4 
t 
b, 
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Wire Rope Block 


With Forked Shackle 


For 50 to 100 Tons 










































































Prices on application. 


Name number and diameter of sheaves, size wire and weight of load. 
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Wire Rope Blocks 


Upper Jaw Block 


Lower Weighted Block 





No. 875 


Prices on application. 
Name number and diameter of sheaves, size wire and weight of load. 


For Reeving Information see page 72. 
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Extra Heavy Team Snatch Blocks 
FOR WIRE ROPE 
With Drop Forged Swivel Hook and Extra Large Center Pin 





lron Bushed No. 924-C 
Bronze Bushed No. 924-B 
Steel Sheave No. 924-S 


Center extension piece coming close to the sheave prevents the wire rope from leaving the groove of sheave. 
It also prevents the shell from binding or pinching the sheave. 











SIZE SHEAVE, INCHES 














mporon Work- 
Outside Thick- For Weights, Loads,* 
Diam- ness at Center pounds Tons 
eter Rim Pin, Dia. 
6 %*x 1% x 1 19 2 
8 x 1% x 1% 35 3 
10 x mm x I% 55 4 
12 x % x 1% 82 5 








The Bushing is the life of the block and the extra cost of blocks fitted with Bronze Bushed, Self-lubricating 
Sheaves is far more than repaid by increased life and saving in repairs. 


* Working Loads are given to assist in ordering, without responsibility on our part, and are limited to lead 
angles of not less than 90°, as explained on page 99. 
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Wire Rope Snatch Blocks 


With Bail Swivel Eye 








Iron Bushed No. 932-C Iron Bushed No. 933-C 
Bronze Bushed No. 932-B Bronze Bushed No. 933-B 
Steel Sheave No. 932-S Steel Sheave No. 933-S 








SIZE SHEAVE, INCHES 




















Approx- Work- 
imate in 

Outside Thick- | For For Dia. Weights, Loads,* 

Diam- ness at | Center Wire pounds Tons 
eter | Rim Pin, Dia. : Rope 

6 x | x % % 14 2 
8 x 1% x & Vy 26 3 
10 x« IH KX OT % 43 A 
12 x 1% x 1% %-% 70 5 
14 x 1% x 1% % 97 6 
146%. &%& x IK % 140 7% 
18 x 1% x 1% ] 180 10 
20 x 2% x 1% 1% 235 12 
20 x 2% x 1% 1% || 255 14 








* Working Loads are given to assist in ordering, without responsibility on our part, and are limited to lead 
angles of not less than 90°. as explained on page 99. 
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BS 
Wire Rope Snateh Blocks 
Drop Link Self Locking Swivel Shackle 
Iron Bushed No. 940-C Iron Bushed No. 941-C Iron Bushed No. 946-C 
Bronze Bushed No. 940-8 Bronze Bushed No. 941-B Bronze Bushed No. 946-B 


Steel Sheave No. 940-S Steel Sheave No. 941-S Steel Sheave No. 946-S 


Semi-cireular Guard pressed in shell over sheave prevents wire from slipping between shell and sheave. 
This feature also greatly strengthens the plates in shell. 

































































SIZE SHEAVE, INCHES ai aaa yey 

ee es _ Weights, 

Outside | Thick- For For Dia. No. 940 No. 941 ae 
cer | et | eee, | ae | ae | meee |. ie, ea 
6 x 1 x % %-% || 1% 2 15 16 
8 x 1% x % Y-% 2 3 28 30 
10 x %@ x 1 % | 3% 4 46 47 
12 x 1% x l% %-% AM 5 yn vo i 
14 x % x M% Y%-% 5% 6 94 | 95 
146%. 1% x M% | AK-1 7 72 143 + #148 
18 x 1% x % | 1 8 10 | 180 185 
20 x 2% x 1% | 1% 12 | 240 
20 x 2% x 1% | 1% 14 260 











* Working Loads are given to assist in ordering, without responsibility on our part, and are limited to lead 
angles of not less than 90°, as explained on page 99. 
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Perfect Wire Rope Snateh Blocks 


MALLEABLE IRON SHELLS 
Bronze Bushed, Self-Lubricating ; 


Swivel Hook Upset Swivel Shackle Swivel Shackle 





Iron Sheave No. 954-B lron Sheave No. 955-B Iron Sheave No. 956-B 
Steel Sheave No. 954-S Steel Sheave No. 955-S Steel Sheave No. 956-S 


The drop forged Heads and Latch Pins hold these blocks rigid and distribute the load equally on both sides. 
The extra heavy Hooks or Shackles, and the straps are all of the best forged steel. 


Sheaves have bearings at hub only, and are so fitted in shells that it is impossible for the wire to slip 
between sheave and shell. 


———————————————— 
| 











SIZE SHEAVE, INCHES 




















Approx- | Work- 
SF imate in 
Outside Thick- For For Dia. Weights, beacut 
Diam- ness at Center Wire Rope, pounds Tons 
eter Rim Pin, Dia. inches 
6 x 1 x % %-Vy 7 Z 
8 x I% x % Y-% 27 3 
10x. Mm x 1 Py 43 4 
12 x 1% x 1% %-% 70 5 
144 x hm x 1% | %-% 90 6 
16 x 1% x 1% | %1 i 130 | 7% 





* Working Loads are given to assist in ordering, without responsibility on our part, and are limited to lead 
angles of not less than 90°, as explained on page 99. 


—_— Se 
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Extra Heavy Snateh Blocks 


Self Locking For Wire Rope 
For Trucking, Tractors, Rotary Work, and Logging 
Extra Heavy Drop Forged Parts 


Self-Locking Type With Swivel Eye 


Circular Guards pressed in shell and 
extending well down around Sheave, 
prevent wire from jamming between 
Shell and Sheave. Nicely Rolled Edges 
of Shell protect the Rope. These fea- 
tures also greatly stiffen Plates in Shell. 


Extra Large Center Pins with Ale- 


mite lubrication. 


Heavy Steel Sheave has Bronze 
Bushing, lubricated through Center 
Pin. 


Steel Sleeve over Center Pin gives 
a Bearing Surface of Large Diameter. 
This Sleeve is held tightly between 
the Plates and makes the Block very 
rigid. For sectional drawing showing 


this construction, see page 129. 























No. 961 No. 963 
SIZE SHEAVE, INCHES For Approx- 
, ~~ rons y ont 
7 . ire eights, oaas, 
- _— bres : t Bet in g high ta : oe ven" 
eter Rim Dia. 
6-%-. IK% x 1% %-% 38 7 
& x 1% « 2 %-% 67 9 
10 x 1% x 2% %-1 98 12 








*In naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part, and are limited to lead angles of not less than 90°, as explained on page 99. 
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Extra Heavy Snatch Blocks 


Self Locking For Wire Rope 
For Trucking, Tractors, Rotary Work, and Logging 
Extra Heavy Drop Forged Parts 

Swivel Shackles 


Circular Guards pressed in shell and 
extending well down around Sheave, 
prevent wire from jamming between 
Shell and Sheave. Nicely Rolled Edges 
of Shell protect the Rope. These fea- 
tures also greatly stiffen Plates in Shell. 

Extra Large Center Pins with Ale- 


mite lubrication. 


Heavy Steel Sheave has Bronze 
Bushing, lubricated through Center 
Pin. 


Steel Sleeve over Center Pin gives 
a Bearing Surface of Large Diameter. 
This Sleeve is held tightly between 
the Plates and makes the Block very 
rigid. For sectional drawing showing 


this construction, see page 129. 
































No. 976 
SIZE SHEAVE, INCHES For No. 976 Single 
- Diameter |_ 
‘ ; Wi 
Outside Thick- For ii Weights, Working 
Diam- ness at Bearing inshes Blocks, Loads, 
eter Rim Dia. pounds Tons* 
6 x 1% x 1% ’-% 45 7 
8 x 1% x 2 %-Y% 70 9 
10 x 1% x 2% %-] 105 12 








* Ie naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part, and are limited to lead angles of not less than 90°, as explained on page 99. 
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Wire Rope Blocks 


With Shackles 


Weighted Snatch 
Block Block 
Single 


These blocks made to order. 
Prices on application. 


Name total weight desired (inelud- 
ing cheeks). also diameter of sheave, 
size wire and weight of load. 





No. 981 No. 985 

















Fall Line Ball With Hook 











Total weights, 

















pounds 60 120 130 140 250 260 360 356 385 535 560 
Capacity tons 3 3 5 8 8 12 20 12 20 12 20 
Length inches 21 23 27 31] 34 37 42 38 43 4] 45 








*In naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering. 


without responsibility on our part. 
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Loads on Snateh Blocks 


The stress on a snatch block varies with angle between the lead line and the load line. When the two lines 
are parallel 1000 pounds on the lead line, resulting load on the hook is 2000 pounds. As the angle between the 
lines increases the stress on the hook is reduced as illustrated below. 


2000 POUNDS 760 POUNDS 





1410 POUNDS 





To determine the stress on a hook multiply the pull on the lead line by a suitable factor from the following 
table, adding 10% for friction. 














| 


Factor | Angle Factor | Angle Factor 

1.35 || 125° 92 155° A3 
1.29 || 130° | .84 160° 35 
1.22 | 135° | 76 165° | .26 
1.15 || 140° | .68 i7oc | JF 
1.07 || 145° | .60 175° | .08 
1.00 || 150° | .52 180° | .00 





Angle | Factor | Angle Factor Angle Factor 

















=” 1.996 20° 1.90 65° 
10° 1.99 40° 1.87 70° 
13” 1.98 45° 1.84 73° 
20° UF J 50° 1.81 80° 
25° 1.95 he 1.74 85° 
30° 1S 60° 1.73 90° 





























102 WESTERN BLOCK CO., LOCKPORT, N.Y. 





Double Swivel Hooks — Flattened 





























| Size Steel Working | Approx. | Overall 
No. Round, Loads,* Weight, Length, 
Hook inches Tons pounds | inches 
9 1% 3 10 13 
10 1% 4 ia 14 
11 1% 5 18 15 
12 2 7 25 16 
13 2% 9 35 1? 
14 2" 10 45 22 
15 2% 12” 60 25 
16 3 Re 75 27 
3% 17% 125 30 
4 2) 165 34 
4” 27 he 35 
he 34 275 37 
5” 40 360 AO 

No. 1020 Oc Sizes 5 and 5\, inch fitted with hand clevis. 


Sucker Rod Hooks— Timken 
Thrust Bearing 











Working Approx. Overall 
No Loads, * Weight, Length, 
Hook Tons pounds inches 
4 Ya 2% 8% 
S 1 AN 9% 
6 1% 7 11% 
° 2 9% 12% 
8 2” 10”% 12% 
9 3 12% 13% 
10 4 16 14% 
11 5 18 15% 
12 7 21% 16% 





Sucker Rod Hooks — Common 








Working Approx. Overall 

No. Loads,* Weight, Length, 

Hook Tons pounds inches 
7 yf 4 8% 
8 2% 5% 10 
9 3 8% 12” 
10 4 10 Ig 
1] 5 13 14 
12 7 19 15 








*In naming proper working loads an ample factor of safety has been allowed. 
They are given to assist in ordering, without responsibility on our part. 





No. 1026 


WESTERN ELOCK CE, LOCK, 1. EES 








Heavy Producers’ Snateh Blocks 
Bronze Bushed 


FOR WIRE ROPE 






































No. 1034 
DIMENSIONS | SIZE SHEAVE, INCHES | Approx- 
———— _ = = imate 
Shell For Dia. Outside Thick- For | i ag 
Length, Wire Diam- ness at Center pounds 
inches Rope eter Rim Pin, Dia. 
16 | 24k (« 51 
18 2% x | | 63 
22 2% x Ih 118 
24 2% x 1% || 155 
26 3 x 2 | 200 
28 3 x 2% 225 
30 3 x 2% | 285 
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Heavy Oil Well Blocks 


Single Double 








SS 


er 
is _ 


it 
We 


A \ 
\ ( 














72.22.00) 6s 
—— 99 430719 Nuaisa™ ~ 


co {Te 
= — 43018 NY 31S3N 


= a —=—S 
— —— Z SN — 








yy 














J) _. t Quadruple 
a) j >. a | _ 


No. 1041 





Y)Z-= 
lj 


ANY \\ | 
ANNA N\t) 























AN LYOd¥501 
— 99 ¥907g NUa1S3 








SS aaa 
03 yo071g NYaLSaN 


























Blocks Complete 





Size 
inches 


22 Single 


Double 
Triple 
Quad. 


24 Single 


Double 
Triple 
Quad. 


26 Single 


Double 
Triple 
Quad. 


28 Single 


Double 
Triple 
Quad. 


30 Single 


Double 
Triple 
Quad. 


34 Single 


Double 
Triple 
Quad. 


37 Sing’e 


Double 
Triple 
Quad. 


40 Single 


Double 
Triple 
Quad. 


44 Single 


Double 
Triple 
Quad. 


48 Triple 


Quad. 


48 Triple 


Quad. 


Appr. 

Wst. 
Ibs. 
130 
205 
265 
325 


175 
280 
365 
450 


———— 


215 
340 
465 
580 


275 
A405 
545 
685 


——_——— 


305 
490 
645 
800 


ee 


385 
600 
800 
1040 


———— 


600 
865 
1140 
1420 


ee 


685 
990 
1285 
1600 


—<—<—————— 


780 
1140 
1450 
1780 


1610 
2000 


———— 


1630 
2030 
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Heavy Oil Well Blocks 


Bronze Bushed 


SIZE SHEAVES 


FOR WIRE ROPE 


| 


Large 
Shackle 





Size 
inches 


12x2%x1M% 


14x2%x1% 


15x MS 


16x3 x2M% 


18x3 x2’ 


20x3 x2% 


22x3 x3 


24x3 x3 


26x3 x3 | 


26x3 x3 








1% 


1% 


1% 














1% 








Center Pins are drilled for Lubrication. 
Made throughout in the best possible manner. 





26x3 x4 
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Large oan Small 
ma Shackle mans 

Size Size | Size 
1% 1% 1% 
2 1% 1% 
2 1% 1% 
2 1% 1Y% 
1% vy 1 
2 1M 11 
2 1% 1% 
2 1% 1% 
1% 1% 1% 
2M 1% 1% 
2M 1% 1% 
2M 1% 1% 
2 1% 1% 
2% 1% 1% 
2M 1% 1% 
2% 1% 1% 
7 1% 1% 
22 1% 1% 
2) 1% 1% 
2) 1% 1% 
2% 1% 1% 
3 Z 2 

a 2 2 

3 2 Z 

3 2 2 

a 2 2 

3% 2% 2% 
3% 2% 2% 
3 2 2 

3 2 2 

3% 2M 2% 
3% 2% 2% 
3% 2 2 

3% 2 2 

3% 2% 2M 
3% 2% 2M 
3”% 2% 2% 
3% 2% 2% 
3” 2% 2% 
3% 2% 2M 
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Beam Pulley Beam Pulley With Ring 


with Ring 


Iron or Roller Bushed 
FOR MANILA ROPE 











Shell Size al | Weights, 




















inches tke Pee | mee 
5 3 x 7 x * % 2 
6 3% x | x % 2% 
7 4m x | x VN % 4 
8 4% x 1% x %*& 1 6 
10 6% %. 1% x % 1% 10 














lron Bushed No. 1070-C 
Roller Bushed No. 1070-R 


Bit Pulley 























Size Sheave, Size Bail, Weight 
inches inches pounds 
5% x 1% x kh % 8 











lron Bushed No. 1071-C 


Loading Block with Swivel Eye 


Extra Heavy 
FOR WIRE OR MANILA ROPE 


STRONG SWIVEL EYE, DROP FORGED 


Semi-circular Guards pressed in HEAVY STEEL PLATE SHELL 


prevent jamming of wire and strengthen the shell. 


Can be furnished with Iron or Cast Steel Sheaves. 
Bronze Bushed, Self-Lubricating. 
5”x154"x1” Sheave. 





Bronze Bushed No. 1072-B 
Cast Steel No. 1072-S 











| 
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Rig Pulley 
with 


Swivel Hook Rig Pulley with Swivel Hook 


FOR MANILA ROPE 














Shell Size | For Dia. Weights, 
Length, Sheave, Rope, Pulleys, 
inches | inches inches pounds 

7 | 4 x l% x YM ] 5 
| 
10 | 6% x Mm x %& 1% 1] 








, Furnished with open hook if so required. 





No. 107 
Rig Pulley 
with 
Swivel Eye 
Rig Palley with Swivel Eye 
414.x13Q¢x14 Sheave 
FOR MANILA ROPE 
Can be furnished with Iron, Roller or Bronze Bushings. 
Aprox. weight 4 lbs. 
No. 1075 
Beam Pulley Beam Pulley 
with Beam Pulleys with 
Swivel Eye 


Swivel Hook 


Shells Reinforced at Top 


Specify when ordering whether for Manila or Wire rope, 
and whether Roller or Bronze Bushed. 


























For Diameter | 
Size Rope, inches Weight, 
Sheave, - | Pulley, 
inches | pounds 

Manila | Wire | 

7 4 & | 7 
Bn ———— / _ \ x 

No. 1076-R_ Roller Bushed Roller Bushed No. 1077-R 
No. 1076-B Bronze Bushed Bronze Bushed No. 1077-B 


f 
| 
; 
| 
} 
) 
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Super Snateh Blocks 


With Steel Sheaves 
Bronze Bushed, Self-Lubricating 


losed 
Close _— 


All Parts Extra Heavy 


Drop Forged Hooks 
Drop Forged Heads 
Drop Forged Links 
Drop Forged Rockers 
Drop Forged Shells 





No. 1091-M for Manila Rope 
No. 1091-W for Wire Rope 





These blocks have the safest and most easily operated locking device of any on the market. 


Rims of sheaves are housed in recesses of the Drop Forged Shell so that rope is always kept in 
groove, and edges of shell are made round and smooth in order to protect the rope. 


The extra large center pins have steel sleeves over them, thus further increasing the diameter 
of the bearing surface. For sectional drawing showing this construction, see page 129. 


In ordering, specify whether blocks are for Manila or Wire rope. 


































DIMENSIONS | te ea” Approx- 
a aw imate Working 
Weights, Loads, 
Length | For Dia. For Dia. Outside Merl Tane® 
Shell, Wire, | Manila, Diam- ness at Bearing, pounds 
inches inches inches eter Rim Dia. 
8 | *% 1 5 
10 % 1% 
12 %, WY 9 








*In naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part, and are limited to lead angles of not less than 90°, as explained on page 99. 
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Sturdy Snateh Blocks 


Malleable Iron Shells 


With Extra Heavy Drop Forged Swivel Hooks 
Closed Open 


Self-Locking 


Extra Large 


Center Pins 


Extra Wide Straps 
Extend Full Length 
of Shell 


No. 1096-M for Manila Rope 
No. 1096-W for Wire Rcpe 





Cast Steel Sheaves, Bronze Bushed, Self-Lubricating 


The extra large center pins have steel sleeves over them, thus further increasing the diameter of 
the bearing surface. These sleeves also act as separators for the sides of the shell and when the nuts 
on the center pins are pulled up tightly, the rigidity and strength of the blocks are greatly increased. 
For sectional drawing showing this construction, see page 129. 


In ordering, specify whether blocks are for Manila or Wire Rope. 














DIMENSIONS we ee Approx- 
ee pe et ee ee ee ee — imate Working 
| ights, ds, 
Length For Dia. ‘For Dia. Outside | Thick- For yy se 
Shell, Wire, Manila, Diam- | ness at Bearing, pounds 
inches inches inches eter | Rim Dia. 
6 Y, % x 1 14 2 
8 % I% x 1% 21 3 
| 
10 % | 1% x 1% 38 bs 
12 % 2% x 1% 54 7 














*In naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part, and are limited to lead angles of not less than 90°, as explained on page 99. 
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Iron Sheaves for Manila Rope 
FOR REGULAR BLOCKS 
Common Iron Bushed Patent Roller Bushed Bronze Bushed Self-Lubricating 




















No. 1101 No. 1102 No. 1103 














Outside Thick- For | For Dia. For 

Diam- ness at Center Manila, Blocks, 
eter Rim Pin, Dia. inches inches 
1% x Mm Xx % % 3 
2% & % xX % Y, 4 
3 x % xX % % 5 
3% x | x Y, % 6 
4“%4 x 1 x Y, % rg 
4m x % x % 1 8 
5% xhCU«d HCO % 1 9 
6% -‘V 1% x % 1% 10 
8 x % x % 1% 12 


We send Japanned Iron sheaves unless order specifically calls for Galvanized sheaves. 


The Bushing is the life of the sheave and we strongly recommend style No. 1103 for heavy and rapid hoisting. 
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Iron Sheaves for Manila Rope 


FOR WIDE MORTISE BLOCKS 


Common Iron Bushed Patent Roller Bushed Bronze Bushed Self-Lubricating 


il 


| mT 
mT 
TA AT 
ci 





No. 1113 


No. 1111] 

















Outside Thick- For For Dia. For 
Diam- ness at Center Manila, Blocks 
eter Rim Pin, Dia. inches inches 
3% x 1 x Y, % 6 
4 x l% x Ya | %-| g 
4% x NH x % | W% 8 
5% x % x %*% 1% 9 
6% x nH x % 1% 10 
8 x 1% x % 1% 12 
9% x KA x ¥, 1% 14 
10 x 1% x kh 1% 15 
1] x Ww x 1 2 16 





We send Japanned iron sheaves unless order specifically calls for Galvanized sheaves. 


The Bushing is the life of the sheave and we strongly recommend style No. 1113 for heavy and rapid hoisting. 








> 
pr ah 
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How To Order Sheaves 


Dimensions 


. Outside Diameter 


Rim Thickness 


Bore for Center Pin 


. Hub Thickness 


Diameter and Type of Rope 
Manila or Wire 








Orders for Sheaves should specify: 


Description 
Type of Bushing 


Common, Iron or Plain — These terms used when there 
is merely a hole bored in center of sheave. 


Bronze Self-Lubricating. 
Roller (Patent). 
Material. 


We ship sheaves of cast iron unless steel sheaves are 


specified. 
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How To Order Center Pins 


1. Winged Center Pin 4. Pin with Dowel and Cotter 
CENTER PINS 


f 
D Orders for Center Pins should 
specily: 


‘ naam a ae . 1. Catalogue Figure Number of 
Block they are to fit. 


2. Size of Block 
Shell Length in Manila Rope 
Blocks ; . 
Sheave Diameter in Wire 5. Hex Head Pin with Nut 


Rope Blocks 


3. Whether Block is Single, 
Double or Triple 


4. Type of Block 
Tackle or Snatch Block 
Wood or Steel Shell 
Manila or Wire Rope Block 








If above information is lack- 


ing, refer to drawings on this a a 
page and specify: 6. Pin with Recessed Alemite Fitting 










3. Straight Pin with Two Cotters 










Type of Center Pin CZ = 
y = 1, 2, 3, 4, 5 or 6 ae LLY “i WO 
D. siaitianinl | pa LALLLLL LL - 

L L. Lenth as indicated . ee 


ALEMITE FITTINGS 









1610 Al1184 
Straight Button 
Hydraulic Head 


Fittings A & B can be recessed flush with end of center pin at extra cost. 
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Iron Sheaves For Snateh Bloeks 


FOR MANILA ROPE 





In ordering, use figure numbers indicated below. 


No. 1141 Common Iron Bushed 
No. 1142 Steel Roller Bushed 
No. 1143 Self Lubricating Bronze Bushed 














Outside | Thick- For For Dia. For 
Diam- ness at Center Manila, Blocks, 
eter Rim Pin, Dia. inches inches 
3 -.x.x wx h %-% | 6 
3/4 X ] Y Xx VY, | Ys ri 
Ay x % xX “% | ] | 8 
5 -x HH x % | 1% | 9 
5% x 1% x % | IM 10 
6% x 2% x % | 1% 12 
8 . 2% x % 1% | 14 
9 x 2% x 1 2 16 
10 x 3 x l% 2% 18 





We send Japanned Iron Sheaves unless order specifically calls for Galvanized Sheaves. 


The Bushing is the life of the sheave, and we strongly recommend Bronze Bushed Sheaves No. 1143, which are 
Self-Lubricating. 
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Iron Sheaves For Snateh Bloeks 


FOR WIRE ROPE 











In ordering, use figure numbers indicated below. 


No. 1146 Common Iron Bushed 
No. 1148 Self Lubricating Bronze Bushed 








For For Dia. For 




















Outside Thick- 

Diam- ness at Center Wire Rope, Blocks, 
eter Rim Pin, Dia. inches inches 
is x l% x MY, % 6 
3% -. 1% x VY, % 7 
Ay x % x % Y, 8 
5 x 1% x % Y, 9 
5% x lA x 4 % 10 
6% x 2% x 4 yan 12 
8 x mx % % | 14 
9 x 23 x | ] | 16 


We send Japanned Jron Sheaves unless order specifically calls for Galvanized Sheaves. 


The Bushing is the life of the sheave, and we strongly recommend Bronze Bushed Sheaves No. 1148, which are 
Self-Lubricating. 
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Regular Wire Rope Sheaves 


lron Bushed Bronze Bushed 
Self-Lubricating 


A 





No. 1161 No. 1173 


Sizes shown in Bold Type are normally carried in stock or are for Regular Pattern Wire Rope Blocks shown 
on pages 64 to 69 inclusive. 




































































DIMENSIONS, INCHES | | DIMENSIONS, INCHES | 
Outside | Thick- fox || Thick. || Rect Outside | Thick- For Thick Kor : 
Diam- ness at Center ness at Dia. Diam- ness at Center ness at Dia. 
eter Rim Pin, Dia. Hub Wire | eter | Rim Pin, Dia. Hub Wire 
3x hx% | %| % 6x1 x %&| mw % | 
3x hx 6%.x.1l x. %*% 
6x 1 x Vy 
3x %4%x %*% % ¥% 6x 1 x 1% VY 
Sx Ax 6x1 x & 
3x AK Bw 6x1 xT! 
4x %ex | 1, 6 6 1%x % 1% | Y% 
Ax %*x % 6 1% Z 
6 x1I%ux % 1% | % 
4x %x vr | % | % 6 x 14x 7% 
Ax Ux % 6 x1%x 1 
3 3 
4 x “2x4” 6xihexn *lm! % 
4x 1 x Yr 1% Vo 6 1%x & 
Axl <* & 6 x1l’%x 1 
4 x 1 x % 7 2 4 x % 1X; y, 
5 x 7/g x 5/3 '\, ¥ "i xX 1 xX yy 
5 x Ax % 7 xl"wx % 1% Y 
7 xl%wx kh 
5x1 x % | 1%| % Sxl x “%/1%)| % 
5 x 1] Ms 8 x1 x & 
8 x 1 x | 
5 x 1%x %*% \%¢ /2 8 x KYAx % 1% % 
5 x 1% x % 8 x1I%sx % 
5 x lkx & 8x ly 1 
6x *%*x % % 8 x 1%ex & 1% % 
6x *%x | 8 x 1%x 1 
6x “4x % | 8 x 1%x 1% 














Other sizes on application. Give dimension of sheave and diameter of wire. 


The bushing is the life of the sheave and the extra cost of sheaves fitted with Self-Lubricating Bronze Bush- 
ings is far more than repaid by increased life. 
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Regular Wire Rope Sheaves 


lron Bushed Bronze Bushed 
Self-Lubricating 





No. 1161 No. 1173 


Sizes shown in Bold Type are normally carried in stock or are for Regular Pattern Wire Rope Blocks shown 
on pages 64 to 69 inclusive. 







































































DIMENSIONS, INCHES | | DIMENSIONS, INCHES | 
Outside | Thick- For Thick- For Outside Thick- | For Thick- For 
Diam- ness at Center ness at Dia. Diam- ness at Center ness at Dia. 
eter Rim Pin, Dia. Hub Wire eter Rim Pin, Dia. Hub | Wire 
9k In kw 1% % 12 x 1% x 1 2 % 
9x wx kh 12x 1% x 1% 
12x 1%x1lh 
10 x 1 x 7/s 1% Y 12 x 1% x 1% 
10 x Tt x 1 
14x 1%x 1 1% % 
10 xik¥x & 1% % id x 14 « 1% 
Ox 1%x % iA x 1% % 1% 
10x 1%x 1 
14x 1%x 1% 
10x. wx & 1% % 14x 1%x 1% 
1 
ee 14x 1% x 1 2 | % 
x I4A*x lA ; 
10x 1% x 1% 14x 1% x 1% 
14x 1%x 1% 
10 x 1% x 1 1% ] 14x 1%x 1% 
10x 1% x 1% 16x1%x% lm | % 
Wel i« & 1% Y, 164x1%x 1% 
12x 1 xT 16 x 1% x 1% 2 1 
2x1 x I” 16x 1% x 1% 
2x1 x 1% 16x 1% x 1% 
12x 1%x % | 1% | % ee ie 
12x 1% x1 | He Tee oe 
12x 1%x 1% | WW x1i*4xlhw!] 1% % 
12x 14x 14% 18 x 1% x 1% 
2xi%wx 4&1 1% | % | 18 x 1% x 1% 2 | 
12x1%x 1 188 x 1% x 1% 
12x 1%x 1% | 18 x 1%x 1% 
12x 1%x 1% 18 x 1% x 2 





Other sizes on application. Give dimensions of sheave and diameter of wire rope to be used. 


The bushing is the life of the sheave and the extra cost of sheaves fitted with Self-Lubricating Bronze Bushings 
is far more than repaid by increased life. 











118 





WESTERN BLOCK CO., LOCKPORT, N. Y. 


Extra Heavy Wire Rope Sheaves 


Common Bushed Bronze Bushed Self-Lubricating 


I] 
Hl} 





<S=== 


No. 1181 


No. 1193 
Sizes shown in Bold Type are Standard Sheaves for Extra Heavy Pattern Wire Rope Tackle Blocks and Wire 
Rope Snatch Blocks. 
















































































DIMENSIONS, INCHES | | DIMENSIONS, INCHES 
Outside Thick- For | Thick- For : Outside Thick- For Thick- | For 
ae | a lee orl ee | Wie eS | Se lee oe | woe | eee 
6x1 x % | % | % | fox iw. & | 1% | % - 
6 x 1 x & 9x1lhx 1 
2m x Oxia & 1% % 
6.x.xlhwx % 1% % 10-xtm%sex kh 
6.x.xl'%’%x & 10x 1%x 1 
6 1% x 1 10 x 1% x 1% 
W0x%wexlh 
6 x 1% x 1% Y, 10xtm%mxlh 
6 x | x 8 
6 x iY x | 10xt%ex % 1% ¥, 
Wxtenx & 
7 xlKwx % 1% % 10 x 1% x 1 
7 x%wx & 10 x 1% x 1% 
7, x 1% « 7 10 x 1%2x 1% 
7x%wx % | 1% | % 10: 1a ww 1 
7 xl1%wx kh 10x 1%x & 1% % 
7 14% x 1 10 x 12% «1 
| 10 x 1% x 1% 
8 x K%x % 1% % 1x. i%xih | 
8 x U4 & 7/3 10 x 1% x 1% | 
8 1 1 | 
Mak, ae EE 12x iKhx %| 1%) ¥ 
8 x1%x 1 ie : 
8 xIh%x 1% ae dene 
x 1% x 
8 x%yx % 1% Y% 12x 1%exlh 
8 x l1%x &% 2Zxik x 1% 
8 x 1%» 1 2 x 14 & 12 | 
| 1 
Sie 2xi%wx %| 1% % 
ee ee as 12x 1%x 1 
S x 1% K 7 1% % 12x 1%x 1% 
8 1% V% | 2x12 x 134 
| 12x 1%x 1% 
9 xIhk*x kh | 1% VY | 12x 14x 1% | 
9 x 1% x 1 | 12x 1% x 2 | 
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Extra Heavy Wire Rope Sheaves 


Sizes shown in Bold Type are Standard Sheaves for Extra Heavy Pattern Wire Rope Tackle Blocks and Wire 
Rope Snatch Blocks. 














DIMENSIONS, INCHES DIMENSIONS, INCHES | 


=e 
























































Outside Thick- For Thick- | For Outside Thick- | For Thick- For 
Diam- ness aft Center ness at Dia. | Diam- ness at Center ness at Dia. 
eter Rim Pin, Dia. Hub Wire | eter Rim Pin, Dia. Hub Wire 

2 x 14% 14 1% % 18 x %x lh 1% % 
12 x tHx 1A 18 x 1%x1lh% 
12 x 1% x 1 eh wx I%x 1%] 2 | % 
12x 1% x 1% 18 x1%x1% 
2x Hx lA 18 x 12 x 1% 
3 1 
ae Ae |e | 8 x1%x%hk | 2 
12 « 1H mw 1K : 
12 x 1% x 2 | | Coe tae ee 
| x 4 & 4 
ld x 1K = 7 1%  %*% 18 x 1% x 2 
14xl%x 1h 18 x 1% x 2% 
4x1K%x1% 18 x 1% x 2% 
4xt%wx lh 270 x 1% x 1% , ¥, 
14x 1%x 1 1% % 20 x 1% x 1% 
14x’%ex lh 20 x 1% x 2 
14x 1%x 1% 20 x 1% x 2% 
14x 1%x 1% 20 x 1% x 2% 
i 3) te 18 20x1%x 1% | 2 | 1 
14x 14% x 2 270 x 1% x 1% 
14x11%x 2% 270 x 1% x 2 
id a 1a x a 20 x 1% x 2% 
7 1 
dxIl%xhe)] 2 20 x 1% x 2% 
14 x 1% x 1% 20 x 2% x 1% | 2% | 1% 
14 x 1% x 1% 20 x 2% x 1% 
14x 1% x 1% 970 x 2% x 2 
4x14 x2 20 x 2% x 2% 
14 x 1% x 2% 20 x 2% x 2% 
14 x 1%-« 2% 
20 x 2% x 1% 2% 1% 
16x 14x 1 | % |) % 20 x 2% x 1% 
16%x11%x 1% . 
14x1%x 1% 22x 1% x 1% 2 Ys 
146%*.1%x 1% 22x 1%x 1% 
146%x*x11%x1l% 22 % 1% xX 2 
16x 1%x 2 22 x 1% x 2% 
16 x 1%x 2% 22 x 1% x 2% 
ee ae Ve a 24x 1%x 1% | 2% | % 
16x 1% 1% 2 xf 24 x1%x 1% 
16 x 1% x 1% 24 x 1% x 2 
16 x 1% x 2 | 24 x 1% x 2Y% 
24 x 1% x 2% 
1xI%xMK%l 2 7 kn oe ee 
16x 1%x 1 24 x 2 x 14% 2% 1 
16 «x 1%. e 12 24 x2 * 1% 
16 K 1H%.x% 2 24 x2 x2 
16 x 1% « 2m 24 x2 x FY 
1S x 1% x 2A 24 x2 x 2% 





Other sizes on application. Give dimensions of sheave and diameter of wire rope to be used. 
The bushing is the life of the sheave and the extra cost of sheaves fitted with Self-Lubricating Bronze Bushings 
is far more than repaid by increased life. 
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Cast Steel Sheaves for Wire Rope 


No. 1208 





Bronze Bushed Self-Lubricating 


Sizes shown in Bold Type are normally carried in stock and are Standard Sheaves for Blocks shown on pages 
64 to 69, 73 to 82 and 92 to 95 inclusive. 


LL ——————————— 




































































DIMENSIONS, INCHES | | DIMENSIONS, INCHES | 
Outside Thick- For Thick- | For Dia. Outside Thick- For Thick- | For Dia. 
Diam- ness at Center ness at Wire Diam- ness at Center | ness at Wire 
eter Rim Pin, Dia. Hub Rope eter Rim Pin, Dia. Hub Rope 
6-x.1 x % 1% | %-% | 14x 1%x 1 1% | %-% 
6x 1 x % 14x 1%x 1% 
6 x 1 x 14x 1l%x 1% 
14 1% Vy 
6xih%x % | 1% | %-% oa 
6x l%x & 
6x 1%x 1 | 16x 1% x 1 2 1 he 
| 3 Vv 
Bh Km 1g 5 1 x 
8x 1I%x 7% | ‘ ‘ 
3 ly, 16x 1%%x 1%, 
he AAG og A 16x 1%x 1% 
=e Se | 16 x 1% x 2 
1Wx%wx % 1% % 
1 7 
1WOx 1%x 7% 3x %x i% 2 %-1 
10x 1%x 1 4 : 
10 x 1% x 1% 18 x 1% x 14 
| | 18 x 1% x 1% 
10x W%x I % | ¥ 18x 1%x 1% 
10 x 1% x 1% | 18 x 1% x 2 
10 x 1¥%x 1% 
10 1% 1% 
elias les Miia : | 20x 2% x 1% | 2% | «1% 
12 x%h%x 1 1% | %-% 20 x 2% x 2 
12x 1%x 1% | 20 x 2% x 2% 
12x’wexlh | 20 x 2% x 2% 
12xi'’%exlh 20 x 2% x 3 











Other sizes on application. Give dimensions of sheaves and diameter of wire rope to be used. 
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Eye Hooks 


Round 


Drop Forged Steel 





No. 1210 


Can be furnished japanned or galvanized. 



































Size, | Length of Inside Dia. | Weight, 
inches Hook, inches of Eye, inches pounds 
9 3% "io Va 
% | 3'% | "He | Va 
4 4X6 | 1% | % 
% 5 1%. 1% 
6% 1% 2 
1% 6% 1% 2% 
1% 7 1% 3% 
1% 8% 1% 4% 
1% 9 2 6% 
1% 9% 2% | 7% 
1% 10% 2% 9% 
1% 1] 2% 11% 
2 12% 3% 15% 
2% 13% 3% 23% 


2/2 14% 3% a 


Hooks can be furnished flattened when so required, at extra cost. 
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Phosphor Bronze Bushings 
Self-Lubricating 


No. 1223 


Made of highest quality Phosphor Bronze. Holes extend clear through cylinder walls and are 
filled with graphite lubricant. They are so staggered in the bushing that entire bearing surface of 
pin is properly lubricated. 


Tests have shown that these bronze bushings run cooler and have the lowest co-efficient of fric- 
tion of any on the market. 


EE EC EL 
For Dia. Outside Length, For Dia. Outside Length, 
Pin Diameter inches Pin Diameter inches 
3/4 7/g 


3 8 Lia | 1 14 
138 
1/2 
158 
13/4 
17/3 
2 

2\/s8 
214 
23/8 
2\/2 


1/2 


13/8 7/3 


5/3 


3/4 


ll ll 





Use full size steel pins. Inside Diameter is of proper oversize for running fit and outside for press fit. 





Other sizes on application. 
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Phosphor Bronze Bushings 


Self-Lubricating 
































No. 1223 


SNS 
For Dia. Outside Length, For Dia. Outside Length, 
Pin Diameter inches Pin Diameter inches 





1i/s 1/2 


1% 15/s 


li, l'He 


15/s 21s 





Use full size steel pins. Inside Diameter is of proper oversize for running fit and outside for press fit. 
Other sizes on application. 


es ee 
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Working Loads 


For a Pair of Manila Rope Blocks 








WITH SHACKLES 
Pages 6, 17 and 28 


WITH HOOKS 
Pages 2, 4, 26 and 27 


Length Two Two Two Length Two 
Shell, Singles, Doubles, Triples, Shell, Singles, 
inches Lbs. Lbs. Lbs. inches Lbs. 

















3 
4 
5 
6 
7 
8 
9 
10 
12 
WITH HOOKS WITH SHACKLES For Self- 
Pages 16, 18, 22, 28, 30, 32 and 34 Pages 20 and 30 _ 
Blocks* 
Length Two Length | No. 386 
Shell, Singles, , Shell, i , A No. 391 
inches Lbs. Lbs. Lb inches Lbs. Lbs. Lb No. 401 
x. 400 
4 500 
5 1000 
6 1500 3000 
7 1700 4000 
8 2200 5000 
9 2600 6000 
10 3000 8000 
12 3600 10000 
14 4400 12000 
45 5000 
16 6000 16000 





In naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


* Working Loads for Snatch Blocks are limited to lead angles of not less than 90° as explained on page 99. 
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Working Loads 


For a Pair of Wire Rope Blocks 





WITH HOOKS WITH SHACKLES 
Pages 64, 66, 70 and 71 Pages 64, 66 and 72 
Diameter Two Two Two Diameter Two Two Two 
Sheave, Singles, Doubles, Triples, Sheave, Singles, Doubles, Triples, 
inches Tons Tons inches Tons Tons Tons 











6 6 2 3 
8 21/2 41/2 
10 10 3 51/2 
12 12 4 
14 14 5 
WITH HOOKS WITH SHACKLES 
Pages 73, 76, 77 and 78 Pages 74 and 79 
Diameter Two Two Two Diameter Two Two Two 
Sheave, Singles, Doubles, Triples, Sheave, Singles, Doubles, Triples, 
inches Tons Tons Tons inches Tons Tons Tons 
3 6 4 
41/2 8 6 7 
10 5 10 8 
12 6 iz 10 12 
14 8 14 i2 14 
16 10 16 15 18 
18 ll 18 18 20 





In naming Working Loads an ample factor of safety has been allowed. They are given to assist in ordering 
without responsibility on our part. 


A suitable working load is not the greatest load that a pair of blocks can lift safely, but a load with which such 
blocks may be used until worn out. When for the same working load the use is suggested of either two triple 
blocks of a smaller size or two double blocks of a larger size, the choice will depend upon the speed at which it is 
desired to do the hoisting and the power available. Increasing the number of sheaves multiplies power at the 
sacrifice of speed in hoisting. 


NOTE—In selecting blocks the governing consideration should be the loads to be handled, rather than the 
diameter or strength of the wire they will carry. In multiple sheave blocks the load is distributed among several 
parts of rope, whereas the hooks or shackles on the blocks have to carry the entire load. It is not practical to make 
double blocks twice as strong and triple blocks three times as strong as single blocks, as they would be too 
heavy and needlessly expensive for general use. Special blocks can of course be made for any load. 
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Use and Care of Tackle Blocks 


The following information will enable users of Tackle Blocks to do effective 


work with them, and avoid some of the causes of unsatisfactory service. 


Like any piece of equipment Tackle Blocks require some attention. They cannot 
be abused and neglected without loss of effectiveness and life. Keep them clean. 
Remove sheaves occasionally and clean and oil the center pins. Inspect sheaves 
for wear. When not in use store them in a dry place. Throwing them around 
carelessly will damage them and is injurious to the rope. Treat them well and 


replacements and repairs will be kept to a minimum. 


In theory the mechanical advantage of a set of Tackle Blocks is determined by 
the number of parts of rope at the moving block. For example with 4 parts of 
rope | pound pull on the lead line should lift 4 pounds. Friction reduces this 
advantage, however. For practical purposes there is a loss of approximately 10% 
for each sheave in manila rope Blocks and about 3% for each sheave in wire 
rope Blocks. Each snatch block must be considered as an additional sheave. 
Friction loss has been taken into consideration in all recommended working 
loads throughout this catalog, and reference to them will prevent overloading, 


which is by far the most frequent cause of failure. 


Many factors govern the selection and use of Tackle Blocks. Trouble will result 
from overloading, undue friction, angle of pull, condition of rope, sudden 
application of load, or lack of lubricant. The actual weight of the load to be 
moved does not necessarily determine the stress on the Blocks. Obstruction to 
the free movement of the load, twisted ropes due to improper reeving or rigging, 
or improper angle of the tackle in relation to the load should be avoided. Moving 
heavy loads over rough ground or on an incline, or without rollers or too small 
rollers, can introduce severe stresses. A load suspended on two sets of Tackle 
Blocks should be evenly distributed or one set will be subjected to more than 
its calculated share of the load. It is possible through careless preparation to 
have any or all of these conditions present to a degree that the load on a set of 


Blocks will greatly exceed the actual weight of the load itself. 


If any doubt exists about the selection of Tackle Blocks for any particular pur- 
pose send us all the available information, including average and maximum 
load, continuity and speed of operation, size of rope, space limitations, fittings 
required and description of operating conditions. With this information a recom- 


mendation for suitable Blocks can be made. 


Pages 27, 34, 72 contain information that will be found helpful to users. 
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Steel Sheaves and Sleeves for 
Special Snatch Blocks 


Bronze Bushed Self-Lubricating 









"Sh, CEPOL SLI LEO Oo, va 


LLLAMLLL 





FOR BLOCKS SIZE SHEAVE, INCHES 


























Na, $294 lie, tee) OE 
Style Length | Outside Thick- For oe eA 
Snatch of Diam- ness at Bearing, Rope Rope Inside Outside 
Block Shell eter Rim Diameter 
Sturdy 6 3 -%.x YH x ] % VY % 1 
No. 1096 8 4m x 1% x 1% ] % % % 
10 5% x 1% x 1% 1% % ] 1% 
12 6% x 2% x 1% 1% % 1% 1% 
Super 8 4% x 1% x 1% 1 % 1 1Y% 
No. 1091 10 5% x 1% x 1% lM % 1% 1% 
12 6% x 2% x 2 1% % 1% 2 
Extra Heavy 6 x KH x 1% Y-% 1% 1% 
Oil Field 8 -.x wm x 2 %-% 1% 2 
No. 961 10 x aH x 2% %- 1% 2% 
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